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PROJECT NAME AND LOCATION

SITE NAME: CLARK STREET TOWNHOUSES

SITE ADDRESS: 41 CLARK STREET, BROCKPORT NY, 14420

AREA OF DISTURBANCE: THE PROPOSED SITE IS APPROXIMATELY 1.28 ACRES OF WHICH 1.13+ ACRES WILL BE
DISTURBED BY CONSTRUCTION ACTIVITIES.

OPERATOR'S NAME AND ADDRESS

LOYAL NINE DEVELOPMENT CORP.
119 GARSON AVENUE
ROCHESTER, NEW YORK 14609

PROJECT DESCRIPTION /
CONSTRUCTION SEQUENCE

THIS PROJECT WILL CONSIST OF THE CONSTRUCTION OF FOUR - 3 UNIT TOWNHOUSE BUILDING (TOTALING 12
UNITS) WITH ASSOCIATED UTILITIES, DRIVES, AND LANDSCAPING AREAS. THE ESTIMATED TIME FOR
COMPLETION OF THE CONSTRUCTION PROJECT IS 365 DAYS. SOIL DISTURBING ACTIVITIES WILL INCLUDE:

CONSTRUCTION OF TEMPORARY CONSTRUCTION EXIT POINTS

INSTALL PERIMETER SILTATION FENCE.

EARTHWORK ACTIVITIES.

CONSTRUCTION OF PROPOSED BUILDING.

INSTALLATION OF STORM SEWER PIPES, INLETS, AND UTILITIES, WITH INLET PROTECTION.
CONSTRUCTION OF CURB, AND DRIVES.

FINAL GRADING AND LANDSCAPING.

eMmMoUoO®»

EROSION AND SEDIMENT CONTROLS HAVE BEEN DEVELOPED AND FULLY ADDRESSED IN THIS WRITTEN PLAN
AND THE EROSION AND SEDIMENT CONTROL PLAN(S).

STORM SEWER NOTES

1. STORM SEWER PIPE MATERIAL SHALL BE POLYETHYLENE HIGH DENSITY (H.D.P.E.) SMOOTH INTERIOR.

SANITARY SEWER NOTES

1. FLOOR DRAINS, IF CONSTRUCTED, SHALL BE CONNECTED TO THE SANITARY SEWER. FLOOR DRAINS DO
NOT INCLUDE FOUNDATION/FOOTER DRAINS. NOTE: ALL DISCHARGES TO THE SANITARY SEWER SHALL
COMPLY WITH THE EFFLUENT LIMITS OF THE LOCAL AND/OR MONROE COUNTY SEWER USE LAW.

2. DEFLECTION TESTS SHALL BE PERFORMED ON ALL FLEXIBLE PIPE. THE TESTS SHALL BE CONDUCTED
AFTER THE FINAL BACKFILL HAS BEEN IN PLACE AT LEAST 30 DAYS. NO PIPE SHALL EXCEED A
DEFLECTION OF 5%. IF THE DEFLECTION TEST IS TO BE RUN USING A RIGID BALL OR MANDREL, IT SHALL
HAVE A DIAMETER EQUAL TO 95% OF THE INSIDE DIAMETER OF THE PIPE. THE TEST SHALL BE
PREFORMED WITHOUT MECHANICAL PULLING DEVICES.

3. SANITARY SEWERS AND APPURTENANCES SHALL BE CONSTRUCTED IN ACCORDANCE WITH THE
REQUIREMENTS OF THE VILLAGE OF BROCKPORT. THE SANITARY SEWER SHALL BE TELEVISED A
MINIMUM OF 30 DAYS AFTER IT HAS BEEN INSTALLED.

4. EARTHWORK SHALL BE DONE PRIOR TO INSTALLATION OF ANY SANITARY SEWER MAINS AND
APPURTENANCES.

5. MAXIMUM ALLOWABLE INFILTRATION OR EXFILTRATION SHALL NOT EXCEED 100 GALLONS PER INCH PER
MILE OF PIPE PER DAY FOR THE SANITARY SEWER. AIR TEST WILL BE USED, NO DROP IN PRESSURE IS
ALLOWED. SANITARY MANHOLES SHALL BE VISUALLY INSPECTED AND VACUUM TESTED AT (-)10" Hg IN
ACCORDANCE TO VACUUM TESTING OF MANHOLES WITH THE METHOD OUTLINED IN THE NEW YORK
STATE DEPARTMENT OF ENVIRONMENTAL CONSERVATION TECHNICAL INFORMATION PAMPHLET (TIP)
NO. 15 (REVISED). SANITARY MAIN TO BE DEDICATED WILL BE TELEVISED.

6. SANITARY MAINS SHALL BE P.V.C. SDR-35, SANITARY LATERALS SHALL BE P.V.C., SDR-21.

WATER SERVICE LINE NOTES

1. WATER SERVICE LINES SHALL BE CONSTRUCTED IN ACCORDANCE WITH THE REGULATIONS AND SPECIFICATIONS OF THE WATER
AUTHORITY.

2. WATER SERVICE LINES SHALL HAVE A MINIMUM OF FIVE FEET OF COVER FROM THE FINISHED GRADE IN LAWN AREAS AND SIX
FEET OF COVER FROM FINISHED GRADE IN PAVED AREAS.

3. WATER SERVICE LINES SHALL BE SEPARATED AT LEAST TEN FEET, MEASURED FROM THE OUTSIDE OF THE PIPES, FROM SEWER
MAINS OR SEPTIC SYSTEMS.

4. WATER SERVICE LINES SHALL BE IDENTIFIED AS:

DESCRIPTION SIZE (a) MATERIAL (b) TYPE (c)

M.C.W.A. PORTION = FROM THE WATER MAIN 1.5" PE DS

TO AND INCLUDING THE CONTROL VALVE ON
THE R.O.W./PROPERTY/EASEMENT LINE

PRIVATE PORTION = FROM THE CONTROL
VALVE TO THE METER

1.5" PE DS

MINIMUM SIZE IS 1-INCH.

ACCEPTABLE MATERIAL FOR PRIVATE PORTION IS EITHER TYPE "K" COPPER OR_POLYETHYLENE PLASTIC (PE),
#4710, SDR 9, ASTM 2737, NSF-PW, 250 PSI (CTS OD)

(c) = SERVICE TYPES INCLUDE: DOMESTIC = DS, FIRE = FS, OR COMBINED = CMB

5. THE WATER AUTHORITY'S PORTION OF THE SERVICE LINE SHALL BE INSTALLED AFTER THE PRIVATE PORTION OF SERVICE IS
INSTALLED.
6. WATER METER(S) TO BE LOCATED ON THE INTERIOR OF EXTERIOR WALL(S) IMMEDIATELY UPON SERVICE ENTRANCE INTO THE

BUILDING(S),OR IN A METER TILE WHEN CONDITIONS WARRANT. A BY-PASS ASSEMBLY IS NOT REQUIRED AROUND THE
INSTALLATION OF 5/8-INCH THROUGH 1-INCH METER. METER INSTALLATIONS GREATER THAN 1-INCH MAY REQUIRE A BY-PASS
ASSEMBLY AROUND THE METER.

4" AND LARGER SERVICE LINE NOTES

1. WATER SERVICE LINES SHALL BE CONSTRUCTED IN ACCORDANCE WITH THE REGULATIONS AND SPECIFICATIONS OF THE
WATER AUTHORITY.

2. WATER SERVICE LINES SHALL HAVE A MINIMUM OF FIVE FEET OF COVER FROM FINISHED GRADE IN LAWN AREAS AND SIX
FEET OF COVER FROM FINISHED GRADE IN PAVED AREAS.

3. WATER SERVICE LINES SHALL BE SEPARATED AT LEAST TEN FEET, MEASURED FROM THE OUTSIDE OF THE PIPES, FROM
SEWER MAINS OR SEPTIC SYSTEMS.

4. WATER SERVICE LINES SHALL BE IDENTIFIED AS:

DESCRIPTION SIZE MATERIAL® TYPE®
M.C.W.A. PORTION: FROM THE WATER MAIN TO AND INCLUDING 4" DIP DS
THE CONTROL VALVE ON THE R.O.W./PROPERTY/EASEMENT LINE
PRIVATE PORTION: FROM THE CONTROL VALVE TO THE METER 4" DIP DS

(a)= ACCEPTABLE MATERIAL IS *CLASS 52 CEMENT MORTAR LINED DUCTILE IRON PIPE.
(b)= SERVICE TYPES INCLUDE: DOMESTIC=(DS), FIRE=(FS), OR COMBINED=(CMB)

5. THE WATER AUTHORITY'S PORTION OF THE WATER SERVICE LINE SHALL BE INSTALLED PRIOR TO THE PRIVATE PORTION
OF THE SERVICE LINE.

6. WATER METER(s) TO BE LOCATED ON THE INTERIOR OF EXTERIOR WALL(S) IMMEDIATELY UPON SERVICE ENTRANCE INTO
THE BUILDING(S). A BY-PASS ASSEMBLY IS NOT REQUIRED AROUND THE THE INSTALLATION OF 5/8-INCH THROUGH 1-INCH
METERS. 1 1/2-INCH + 2-INCH METER INSTALLATIONS MAY REQUIRE A BYPASS ASSEMBLY AROUND THE METER. METER
INSTALLATIONS 3-INCH OR GREATER REQUIRE A BY-PASS ASSEMBLY AROUND THE METER.

7. WATER SERVICE LINES SIZED 4" OR GREATER SHALL BE:

e PRESSURE TESTED IN ACCORDANCE WITH THE LATEST SPECIFICATIONS OF THE MONROE COUNTY WATER
AUTHORITY. A WATER AUTHORITY REPRESENTATIVE MUST WITNESS THIS TEST.

e DISINFECTED BY USING THE CONTINUOUS FEED METHOD ACCORDING TO AWWA STANDARD SPECIFICATIONS. AFTER
FLUSHING AND DISINFECTING THE SERVICE LINE, WATER SAMPLES SHALL BE COLLECTED IN ACCORDANCE WITH THE
DEPARTMENT OF HEALTH THAT HAS JURISDICTION OF THE AREAS REQUIREMENTS. APPROVAL AND NOTIFICATION BY
THE HEALTH DEPARTMENT OF A PASSING HEALTH SAMPLE TEST(S) MUST BE RECEIVED BEFORE THE SERVICE WILL BE
ACTIVATED BY THE WATER AUTHORITY.

EROSION AND SEDIMENT CONTROLS

STABILIZATION PRACTICES (PERMANENT)

PERMANENT STABILIZATION PRACTICES FOR THIS SITE INCLUDE:

A.  PERMANENT SEEDING AND PLANTING OF ALL UNPAVED AREAS USING THE HYDROMULCHING GRASS
SEEDING TECHNIQUE.

STABILIZATION PRACTICES (TEMPORARY)

TEMPORARY STABILIZATION PRACTICES FOR THIS SITE INCLUDE:

A.  TEMPORARY SEEDING AND PLANTING OF ALL UNPAVED AREAS USING THE HYDROMULCHING GRASS
SEEDING TECHNIQUE.

B. MULCHING EXPOSED AREAS.

C.  SOIL ROUGHENING.

D FREQUENT WATERING TO MINIMIZE WIND EROSION DURING CONSTRUCTION.

STRUCTURAL PRACTICES (PERMANENT)
PERMANENT STRUCTURAL PRACTICES FOR THIS SITE INCLUDE:
A. STORM SEWER, CURB AND PAVEMENT.

STRUCTURAL PRACTICES (TEMPORARY)

STRUCTURAL PRACTICES FOR THIS SITE INCLUDE:

A INLET PROTECTION

B. PERIMETER PROTECTION USING SILTATION FENCING
C.  STABILIZED CONSTRUCTION EXIT POINTS

SEQUENCE OF MAJOR ACTIVITIES

THE CONTRACTOR WILL BE RESPONSIBLE FOR IMPLEMENTING THE FOLLOWING EROSION CONTROL AND

STORM WATER MANAGEMENT CONTROL MEASURES. THE CONTRACTOR MAY DESIGNATE THESE TASKS

TO CERTAIN SUBCONTRACTORS AS HE SEES FIT, BUT THE ULTIMATE RESPONSIBILITY FOR IMPLEMENTING

THESE CONTROLS AND ENSURING THEIR PROPER FUNCTIONING REMAINS WITH THE CONTRACTOR. THE

ORDER OF ACTIVITIES WILL BE AS FOLLOWS (REFER TO THE EROSION AND SEDIMENT CONTROL PLAN

SHEET CONTAINED IN THIS SWPPP FOR DETAILS):

A.  CONSTRUCT TEMPORARY CONSTRUCTION EXITS AT LOCATIONS SHOWN ON THE SWPPP PLAN
SHEET.

B.  INSTALL PERIMETER SILT FENCES IN THE LOCATIONS SHOWN
ON THE SWPPP PLAN SHEET.

C. BEGIN CLEARING AND GRUBBING OPERATIONS. CLEARING AND GRUBBING SHALL BE DONE ONLY
IN AREAS WHERE EARTHWORK WILL BE PERFORMED AND ONLY IN AREAS WHERE BUILDING IS
PLANNED TO COMMENCE WITHIN 14 DAYS AFTER CLEARING AND GRUBBING.

D. COMMENCE SITE GRADING.

E. DISTURBED AREAS OF THE SITE WHERE CONSTRUCTION ACTIVITY HAS CEASED FOR MORE THAN
14 DAYS SHALL BE TEMPORARILY SEEDED AND WATERED.

F.  INSTALL INLET/OUTLET PROTECTION AT THE LOCATIONS OF ALL GRATE INLETS, CURB INLETS,

AND AT THE ENDS OF ALL EXPOSED STORM SEWER PIPES.

G. FINALIZE PAVEMENT SUBGRADE PREPARATION.

H. CONSTRUCT ALL CURB, CURB INLETS, AREA INLETS, AND STORM SEWER MANHOLES, AS SHOWN
ON THE PLANS. INLET PROTECTION MAY BE REMOVED TEMPORARILY FOR THIS CONSTRUCTION.
PLACE REQUIRED RIPRAP AT LOCATIONS SHOWN ON THE PLANS.

. REMOVE INLET PROTECTION AROUND INLETS AND MANHOLES NO MORE THAN 48 HOURS PRIOR

TO PLACING STABILIZED BASE COURSE.

INSTALL BASE MATERIAL AS REQUIRED FOR PAVEMENT.

K. CARRY OUT FINAL GRADING AND SEEDING AND PLANTING

REMOVE SILT FENCING ONLY AFTER ALL PAVING IS COMPLETE AND EXPOSED SURFACES ARE

STABILIZED.

M.  REMOVE TEMPORARY CONSTRUCTION EXITS ONLY PRIOR TO PAVEMENT CONSTRUCTION IN THESE
AREAS (THESE AREAS ARE TO BE PAVED LAST).

OTHER CONTROLS
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OFF-SITE VEHICLE TRACKING

A STABILIZED CONSTRUCTION EXIT WILL BE PROVIDED TO HELP REDUCE VEHICLE TRACKING OF SEDIMENTS. THE PAVED
STREETS ADJACENT TO THE SITE ENTRANCE WILL BE INSPECTED DAILY AND SWEPT AS NECESSARY TO REMOVE ANY EXCESS
MUD, DIRT, OR ROCK TRACKED FROM THE SITE. DUMP TRUCKS HAULING MATERIAL FROM THE CONSTRUCTION SITE WILL BE
COVERED WITH A TARPAULIN. THE JOB SITE SUPERINTENDENT WILL BE RESPONSIBLE FOR SEEING THAT THESE
PROCEDURES ARE FOLLOWED.

EXCAVATION SPOIL MATERIALS

EXCAVATION SPOIL MATERIALS ARE GENERATED DURING THE EXCAVATION OF THE FACILITY'S TRUCKWELL, FOOTINGS AND
UTILITIES INSTALLATION. THESE MATERIALS MUST BE PROPERLY MANAGED TO PREVENT THEM FROM CONTRIBUTING TO
STORM WATER DISCHARGES. THE MATERIALS GENERATED FROM THE DEVELOPMENT OF THIS PROJECT WILL BE MANAGED
BY THE FOLLOWING METHOD: USED ON SITE FOR FILL IF APPROVED BY THE GEOTECHNICAL ENGINEER, OTHERWISE HAULED
OFFSITE TO AN APPROVED LOCATION.

DUST CONTROL
MINIMIZING WIND EROSION AND CONTROLLING DUST WILL BE ACCOMPLISHED BY ONE OR MORE OF THE FOLLOWING
METHODS:

A COVERING 30% OR MORE OF THE SOIL SURFACE WITH A NON-ERODIBLE MATERIAL.

B. ROUGHENING THE SOIL TO PRODUCE RIDGES PERPENDICULAR TO THE PREVAILING WIND. RIDGES SHOULD BE ABOUT
SIX (6) INCHES IN HEIGHT.

C. FREQUENT WATERING OF EXCAVATION AND FILL AREAS.

D PROVIDING GRAVEL OR PAVING AT ENTRANCE/EXIT DRIVES, PARKING AREAS AND TRANSIT PATHS.

NOTE:

REFERENCE THE STORMWATER POLLUTION PREVENTION
PLAN (SWPPP) DOCUMENT PREPARED BY COSTICH
ENGINEERING FOR ADDITIONAL REQUIREMENTS FOR
EROSION AND SEDIMENT CONTROL PRACTICES.

COMPLIANCE WITH FEDERAL,
STATE, AND LOCAL REGULATIONS

THE CONTRACTOR WILL OBTAIN COPIES OF ANY AND ALL LOCAL AND STATE REGULATIONS WHICH ARE APPLICABLE TO
STORM WATER MANAGEMENT, EROSION CONTROL, AND POLLUTION MINIMIZATION AT THIS JOB SITE AND WILL COMPLY FULLY
WITH SUCH REGULATIONS. THE CONTRACTOR WILL SUBMIT WRITTEN EVIDENCE OF SUCH COMPLIANCE IF REQUESTED BY
THE OPERATOR OR ANY AGENT OF A REGULATORY BODY. THE CONTRACTOR WILL COMPLY WITH ALL CONDITIONS OF THE
NEW YORK STATE DEPARTMENT OF ENVIRONMENTAL CONSERVATION CONSTRUCTION GENERAL PERMIT, INCLUDING THE
CONDITIONS RELATED TO MAINTAINING THE SWPPP AND EVIDENCE OF COMPLIANCE WITH THE SWPPP AT THE JOB SITE AND
ALLOWING REGULATORY PERSONNEL ACCESS TO THE JOB SITE AND TO RECORDS IN ORDER TO DETERMINE COMPLIANCE.

GENERAL NOTES

1. PROVIDE MAINTENANCE AND PROTECTION OF TRAFFIC MEASURES AS DIRECTED BY OWNER'S
REPRESENTATIVE.

2. THE CONTRACTOR SHALL LOCATE, MARK, SAFEGUARD AND PRESERVE ALL SURVEY CONTROL
MONUMENTS AND R.O.W. MONUMENTS IN THE AREA OF CONSTRUCTION. ANY AND ALL CONTROL POINTS,
SURVEY AND R.O.W. MONUMENTS THAT ARE DISTURBED SHALL BE REPLACED AT THE CONTRACTOR'S
EXPENSE.

3. THE CONTRACTOR SHALL OBTAIN ALL NECESSARY PERMITS TO COMPLETE THE WORK.

4. THE CONTRACTOR SHALL TAKE ALL PRECAUTIONS NECESSARY TO PRESERVE THE INTEGRITY OF
EXISTING UTILITIES TO REMAIN AND SHALL PROVIDE UNINTERRUPTED SERVICE TO ALL USERS OF THE
EXISTING UTILITIES. EXISTING UTILITIES (TO REMAIN) ENCOUNTERED IN TRENCH OR PAVEMENT
EXCAVATIONS SHALL BE SUPPORTED AS ORDERED BY THE OWNER'S REPRESENTATIVE OR AS
DIRECTED BY THE UTILITY COMPANY.

5. THE CONTRACTOR SHALL COMPLY WITH ALL OSHA STANDARDS AND OTHER STATE AND LOCAL SAFETY
REQUIREMENTS DURING CONSTRUCTION.

6. PRIOR TO THE START OF CONSTRUCTION, THE CONTRACTOR SHALL CONTACT THE UTILITY LOCATION
SERVICE OF THE AREA AND WITH THEIR ASSISTANCE, SHALL VERIFY THE EXACT LOCATION, SIZE AND
DIMENSION OF ALL BURIED UTILITIES. THE OWNER ASSUMES NO RESPONSIBILITY FOR THE LOCATION OF
UNDERGROUND UTILITIES NOT VISIBLE AT THE TIME THE FIELD SURVEYS WERE CONDUCTED.

INSPECTION AND MAINTENANCE PROCEDURES

THE FOLLOWING INSPECTION AND MAINTENANCE PRACTICES WILL BE USED TO MAINTAIN EROSION AND SEDIMENT
CONTROLS AND STABILIZATION MEASURES.

1. ALL CONTROL MEASURES WILL BE INSPECTED AT LEAST SEVEN (7) CALENDAR DAYS AND WITHIN 24 HOURS
FOLLOWING A RAINFALL EVENT OF 0.5 INCHES OR MORE.

2. ALL MEASURES WILL BE MAINTAINED IN GOOD WORKING ORDER; IF REPAIRS OR OTHER MEASURES ARE FOUND TO
BE NECESSARY, THEY WILL BE INITIATED WITHIN 24 HOURS OF REPORT.

3. BUILT UP SEDIMENT WILL BE REMOVED FROM SILT FENCE WHEN IT HAS REACHED ONE-THIRD
THE HEIGHT OF THE FENCE.

4. SILT FENCES WILL BE INSPECTED FOR DEPTH OF SEDIMENT, TEARS, ETC., TO SEE IF THE FABRIC
IS SECURELY ATTACHED TO THE FENCE POSTS, AND TO SEE THAT THE FENCE POSTS ARE
SECURELY IN THE GROUND.

5. THE SEDIMENT BASIN, IF PRESENT, WILL BE INSPECTED FOR DEPTH OF SEDIMENT, AND BUILT UP
SEDIMENT WILL BE REMOVED WHEN IT REACHES 25 PERCENT OF THE DESIGN CAPACITY.

6. TEMPORARY AND PERMANENT SEEDING AND ALL OTHER STABILIZATION MEASURES WILL BE
INSPECTED FOR BARE SPOTS, WASHOUTS, AND HEALTHY GROWTH.

7. A MAINTENANCE INSPECTION REPORT WILL BE MADE AFTER EACH INSPECTION. COPIES OF THE
REPORT FORMS TO BE COMPLETED BY THE INSPECTOR ARE INCLUDED IN THIS SWPPP.

8. THE JOB SITE SUPERINTENDENT WILL BE RESPONSIBLE FOR SELECTING AND TRAINING THE
INDIVIDUALS WHO WILL BE RESPONSIBLE FOR THESE INSPECTIONS, MAINTENANCE AND REPAIR
ACTIVITIES, AND FILLING OUT INSPECTION AND MAINTENANCE REPORTS.

9. PERSONNEL SELECTED FOR THE INSPECTION AND MAINTENANCE RESPONSIBILITIES WILL
RECEIVE TRAINING FROM THE JOB SITE SUPERINTENDENT. THEY WILL BE TRAINED IN ALL THE
INSPECTION AND MAINTENANCE PRACTICES NECESSARY FOR KEEPING THE EROSION AND
SEDIMENT CONTROLS THAT ARE USED ONSITE IN GOOD WORKING ORDER. THEY WILL ALSO BE
TRAINED IN THE COMPLETION OF, INITIATION OF ACTIONS REQUIRED BY, AND THE FILING OF THE
INSPECTION FORMS. DOCUMENTATION OF THIS PERSONNEL TRAINING WILL BE KEPT ON SITE
WITH THE SWPPP.

10. DISTURBED AREAS AND MATERIALS STORAGE AREAS WILL BE INSPECTED FOR EVIDENCE OF OR
POTENTIAL FOR POLLUTANTS ENTERING STORMWATER SYSTEMS.

11.  REPORT TO NEW YORK STATE DEPARTMENT OF ENVIRONMENTAL CONSERVATION WITHIN 24
HOURS ANY NONCOMPLIANCE WITH THE SWPPP THAT WILL ENDANGER PUBLIC HEALTH OR THE
ENVIRONMENT. FOLLOW UP WITH A WRITTEN REPORT WITHIN DAYS OF THE NONCOMPLIANCE
EVENT. THE FOLLOWING EVENTS REQUIRE 24 HOUR REPORTING: A) ANY UNANTICIPATED
BYPASS WHICH EXCEEDS ANY EFFLUENT LIMITATION IN THE PERMIT, B) ANY UPSET WHICH
EXCEEDS ANY EFFLUENT LIMITATION IN THE PERMIT, AND C) A VIOLATION OF A MAXIMUM DAILY
DISCHARGE LIMITATION FOR ANY OF THE POLLUTANTS LISTED BY THE EPA IN THE PERMIT TO
BE REPORTED WITHIN 24 HOURS. THE WRITTEN SUBMISSION MUST CONTAIN A DESCRIPTION OF
THE NON-COMPLIANCE AND ITS CAUSE; THE PERIOD OF NON-COMPLIANCE, INCLUDING EXACT
DATES AND TIMES, AND IF THE NON-COMPLIANCE HAS NOT BEEN CORRECTED, THE ANTICIPATED
TIME IT IS EXPECTED TO CONTINUE; AND STEPS TAKEN OR PLANNED TO REDUCE, ELIMINATE,
AND PREVENT RECURRENCE OF THE NON-COMPLIANCE.

12.  RELEASES OF HAZARDOUS SUBSTANCES OR OIL IN EXCESS OF REPORTABLE QUANTITIES (AS
ESTABLISHED UNDER 40 CFR 110, 40 CFR 117 OR 40 CFR 302) MUST BE REPORTED. FORM G-1
PROVIDES FURTHER DETAILS ON THE NOTIFICATION AND REPORTING PROCESS.

MATERIALS MANAGEMENT PLAN

MATERIALS COVERED
THE FOLLOWING MATERIALS OR SUBSTANCES ARE EXPECTED TO BE PRESENT ONSITE DURING CONSTRUCTION:
CONCRETE/ADDITIVES/WASTES CLEANING SOLVENTS

DETERGENTS PETROLEUM BASED PRODUCTS
PAINTS/SOLVENTS PESTICIDES
ACIDS FERTILIZERS

SOLID AND CONSTRUCTION WASTES
SOIL STABILIZATION ADDITIVES

SANITARY WASTES

MATERIAL MANAGEMENT PRACTICES

THE FOLLOWING ARE THE MATERIAL MANAGEMENT PRACTICES THAT WILL BE USED TO REDUCE THE RISK OF SPILLS OR
OTHER ACCIDENTAL EXPOSURE OF MATERIALS AND SUBSTANCES TO STORMWATER RUNOFF. THE JOB SITE
SUPERINTENDENT WILL BE RESPONSIBLE FOR ENSURING THAT THESE PROCEDURES ARE FOLLOWED.

A.  GOOD HOUSEKEEPING
HE FOLLOWING GOOD HOUSEKEEPING PRACTICES WILL BE FOLLOWED ONSITE DURING THE CONSTRUCTION
PROJECT.

1. AN EFFORT WILL BE MADE TO STORE ONLY ENOUGH PRODUCTS REQUIRED TO DO THE JOB.

2. ALL MATERIALS STORED ONSITE WILL BE STORED IN A NEAT, ORDERLY MANNER AND, IF POSSIBLE, UNDER A
ROOF OR IN A CONTAINMENT AREA. AT A MINIMUM, ALL CONTAINERS WILL BE STORED WITH THEIR LIDS ON
WHEN NOT IN USE. DRIP PANS SHALL BE PROVIDED UNDER ALL DISPENSERS.

PRODUCTS WILL BE KEPT IN THEIR ORIGINAL CONTAINERS WITH THE ORIGINAL MANUFACTURER'S LABEL IN
LEGIBLE CONDITION.

SUBSTANCES WILL NOT BE MIXED WITH ONE ANOTHER UNLESS RECOMMENDED BY THE MANUFACTURER.
WHENEVER POSSIBLE, ALL OF A PRODUCT WILL BE USED UP BEFORE DISPOSING OF THE CONTAINER.
MANUFACTURER'S RECOMMENDATIONS FOR PROPER USE AND DISPOSAL WILL BE FOLLOWED.

THE JOB SITE SUPERINTENDENT WILL BE RESPONSIBLE FOR DAILY INSPECTIONS TO ENSURE PROPER USE
AND DISPOSAL OF MATERIALS.
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B. HAZARDOUS PRODUCTS
THESE PRACTICES WILL BE USED TO REDUCE THE RISKS ASSOCIATED WITH HAZARDOUS MATERIALS. MATERIAL
SAFETY DATA SHEETS (MSDS'S) FOR EACH SUBSTANCE WITH HAZARDOUS PROPERTIES THAT IS USED ON THE JOB
SITE WILL BE OBTAINED AND USED FOR THE PROPER MANAGEMENT OF POTENTIAL WASTES THAT MAY RESULT
FROM THESE PRODUCTS. AN MSDS WILL BE POSTED IN THE IMMEDIATE AREA WHERE SUCH PRODUCT IS STORED
AND/OR USED AND ANOTHER COPY OF EACH MSDS WILL BE MAINTAINED IN THE SWPPP FILE AT THE JOB SITE
CONSTRUCTION TRAILER OFFICE. EACH EMPLOYEE WHO MUST HANDLE A SUBSTANCE WITH HAZARDOUS
PROPERTIES WILL BE INSTRUCTED ON THE USE OF MSDS SHEETS AND THE SPECIFIC INFORMATION IN THE
APPLICABLE MSDS FOR THE PRODUCT HE/SHE IS USING, PARTICULARLY REGARDING SPILL CONTROL TECHNIQUES.

1. PRODUCTS WILL BE KEPT IN ORIGINAL CONTAINERS WITH THE ORIGINAL LABELS IN LEGIBLE CONDITION.

2. ORIGINAL LABELS AND MATERIAL SAFETY DATA SHEETS (MSDS'S) WILL BE PROCURED ANDUSED FOR EACH
MATERIAL.

3. IF SURPLUS PRODUCT MUST BE DISPOSED OF, MANUFACTURER'S OR LOCAL/STATE/FEDERAL RECOMMENDED
METHODS FOR PROPER DISPOSAL WILL BE FOLLOWED.

C. HAZARDOUS WASTE
ALL HAZARDOUS WASTE MATERIALS WILL BE DISPOSED OF BY THE CONTRACTOR IN THE MANNER SPECIFIED BY
LOCAL, STATE, AND/OR FEDERAL REGULATIONS AND BY THE MANUFACTURER OF SUCH PRODUCTS. SITE
PERSONNEL WILL BE INSTRUCTED IN THESE PRACTICES BY THE JOB SITE SUPERINTENDENT, WHO WILL ALSO BE
RESPONSIBLE FOR SEEING THAT THESE PRACTICES ARE FOLLOWED.

D. PRODUCT SPECIFIC PRACTICES
THE FOLLOWING PRODUCT SPECIFIC PRACTICES WILL BE FOLLOWED ON THE JOB SITE.

1. PETROLEUM PRODUCTS:
ALL ONSITE VEHICLES WILL BE MONITORED FOR LEAKS AND RECEIVE REGULAR PREVENTATIVE MAINTENANCE TO
REDUCE THE CHANCE OF LEAKAGE. PETROLEUM PRODUCTS WILL BE STORED IN TIGHTLY SEALED CONTAINERS
WHICH ARE CLEARLY LABELED. ANY PETROLEUM STORAGE TANKS USED ONSITE WILL HAVE AN IMPERVIOUS DIKE
OR BERM CONTAINMENT STRUCTURE CONSTRUCTED AROUND IT TO CONTAIN ANY SPILLS WHICH MAY OCCUR.
DRIP PANS SHALL BE PROVIDED FOR ALL DISPENSERS. ANY ASPHALT SUBSTANCES USED ONSITE WILL BE
APPLIED ACCORDING TO THE MANUFACTURER'S RECOMMENDATIONS. THE LOCATION OF ANY FUEL TANKS
AND/OR EQUIPMENT STORAGE AREAS MUST BE IDENTIFIED ON THE "GRADING AND EROSION CONTROL PLAN"BY
THE CONTRACTOR ONCE THE LOCATIONS HAVE BEEN DETERMINED.

2. FERTILIZERS:
FERTILIZERS WILL BE APPLIED ONLY IN THE MINIMUM AMOUNTS RECOMMENDED BY THE MANUFACTURER. ONCE
APPLIED, FERTILIZER WILL BE WORKED IN THE SOIL TO LIMIT EXPOSURE TO STORMWATER. STORAGE WILL BE IN
A COVERED SHED. THE CONTENTS OF ANY PARTIALLY USED BAGS OF FERTILIZER WILL BE TRANSFERRED TO A
SEALABLE PLASTIC BIN TO AVOID SPILLS.

3. PAINTS, PAINT SOLVENTS, AND CLEANING SOLVENTS:
ALL CONTAINERS WILL BE TIGHTLY SEALED AND STORED WHEN NOT IN USE. EXCESS PAINT AND SOLVENTS WILL
NOT BE DISCHARGED TO THE STORM SEWER SYSTEM BUT WILL BE PROPERLY DISPOSED OF ACCORDING TO
MANUFACTURER'S INSTRUCTIONS OR STATE AND FEDERAL REGULATIONS.

4. CONCRETE WASTES:
CONCRETE TRUCKS WILL BE ALLOWED TO WASH OUT OR DISCHARGE SURPLUS CONCRETE OR DRUM WASH
WATER ON THE SITE, BUT ONLY IN EITHER (1) SPECIFICALLY DESIGNATED DIKED AREAS WHICH HAVE BEEN
PREPARED TO PREVENT CONTACT BETWEEN THE CONCRETE AND/OR WASH OUT AND STORM WATER WHICH WILL
BE DISCHARGED FROM THE SITE OR (2) IN LOCATIONS WHERE WASTE CONCRETE CAN BE POURED INTO FORMS
TO MAKE RIPRAP OR OTHER USEFUL CONCRETE PRODUCTS. THE HARDENED RESIDUE FROM THE CONCRETE
WASH OUT DIKED AREAS WILL BE DISPOSED OF IN THE SAME MANNER AS OTHER NON-HAZARDOUS
CONSTRUCTION WASTE MATERIALS OR MAY BE BROKEN UP AND USED ON SITE AS DEEMED APPROPRIATE BY THE
CONTRACTOR. THE JOB SITE SUPERINTENDENT WILL BE RESPONSIBLE FOR SEEING THAT THESE PROCEDURES
ARE FOLLOWED. THE PROJECT MAY REQUIRE THE USE OF MULTIPLE CONCRETE WASH OUT AREAS. ALL
CONCRETE WASH OUT AREAS WILL BE LOCATED IN AN AREA WHERE THE LIKELIHOOD OF THE AREA
CONTRIBUTING TO STORM WATER DISCHARGES IS NEGLIGIBLE. IF REQUIRED, ADDITIONAL BMPS MUST BE
IMPLEMENTED TO PREVENT CONCRETE WASTES FROM CONTRIBUTING TO STORM WATER DISCHARGES. THE
LOCATION OF CONCRETE WASH OUT AREA(S) MUST BE IDENTIFIED ON THE "GRADING AND EROSION CONTROL
PLAN" BY THE CONTRACTOR ONCE THE LOCATIONS HAVE BEEN DETERMINED.

MATERIALS MANAGEMENT PLAN (CONT.)

A SOLID AND CONSTRUCTION WASTES:
ALL WASTE MATERIALS WILL BE COLLECTED AND STORED IN AN APPROPRIATELY COVERED CONTAINER
AND/OR SECURELY LIDDED METAL DUMPSTER RENTED FROM A LOCAL WASTE MANAGEMENT COMPANY WHICH
MUST BE A SOLID WASTE MANAGEMENT COMPANY LICENSED TO DO BUSINESS IN NEW YORK STATE AND THE
[LOCAL ENTITY]. THE DUMPSTER WILL COMPLY WITH ALL LOCAL AND STATE SOLID WASTE MANAGEMENT
REGULATIONS. ALL TRASH AND CONSTRUCTION DEBRIS FROM THE SITE WILL BE DEPOSITED IN THE
DUMPSTER. THE DUMPSTER WILL BE EMPTIED A MINIMUM OF TWICE PER WEEK OR MORE OFTEN IF
NECESSARY, AND THE TRASH WILL BE HAULED TO A LANDFILL APPROVED BY NEW YORK STATE . NO
CONSTRUCTION WASTE MATERIALS WILL BE BURIED ON SITE. ALL PERSONNEL WILL BE INSTRUCTED
REGARDING THE CORRECT PROCEDURES FOR WASTE DISPOSAL. ALL WASTE DUMPSTERS AND ROLL-OFF
CONTAINERS WILL BE LOCATED IN AN AREA WHERE THE LIKELIHOOD OF THE CONTAINERS CONTRIBUTING TO
STORM WATER DISCHARGES IS NEGLIGIBLE. IF REQUIRED, ADDITIONAL BMPS MUST BE IMPLEMENTED, SUCH
AS SANDBAGS AROUND THE BASE, TO PREVENT WASTES FROM CONTRIBUTING TO STORM WATER
DISCHARGES. THE LOCATION OF WASTE DUMPSTERS AND ROLL-OFF CONTAINERS MUST BE IDENTIFIED ON
THE "GRADING AND EROSION CONTROL PLAN" BY THE CONTRACTOR ONCE THE LOCATIONS HAVE BEEN
DETERMINED.

B. SANITARY WASTES:
ALL SANITARY WASTE WILL BE COLLECTED FROM THE PORTABLE UNITS A MINIMUM OF THREE TIMES PER
WEEK BY A LICENSED PORTABLE FACILITY PROVIDER IN COMPLETE COMPLIANCE WITH LOCAL AND STATE
REGULATIONS. ALL SANITARY WASTE UNITS WILL BE LOCATED IN AN AREA WHERE THE LIKELIHOOD OF THE
UNIT CONTRIBUTING TO STORM WATER DISCHARGES IS NEGLIGIBLE. IF REQUIRED, ADDITIONAL BMPS MUST
BE IMPLEMENTED, SUCH AS SANDBAGS AROUND THE BASE, TO PREVENT WASTES FROM CONTRIBUTING TO
STORM WATER DISCHARGES. THE LOCATION OF SANITARY WASTE UNITS MUST BE IDENTIFIED ON THE
"GRADING AND EROSION CONTROL PLAN"BY THE CONTRACTOR ONCE THE LOCATIONS HAVE BEEN
DETERMINED.

C. CONTAMINATED SOILS:
ANY CONTAMINATED SOILS (RESULTING FROM SPILLS OF MATERIALS WITH HAZARDOUS PROPERTIES) WHICH
MAY RESULT FROM CONSTRUCTION ACTIVITIES WILL BE CONTAINED AND CLEANED UP IMMEDIATELY IN
ACCORDANCE WITH THE PROCEDURES GIVEN IN THE MATERIALS MANAGEMENT PLAN AND IN ACCORDANCE
WITH APPLICABLE STATE AND FEDERAL REGULATIONS.

SPILL PREVENTION AND RESPONSE PROCEDURES

THE CONTRACTOR WILL TRAIN ALL PERSONNEL IN THE PROPER HANDLING AND CLEANUP OF SPILLED MATERIALS.
NO SPILLED HAZARDOUS MATERIALS OR HAZARDOUS WASTES WILL BE ALLOWED TO COME IN CONTACT WITH
STORM WATER DISCHARGES. IF SUCH CONTACT OCCURS, THE STORM WATER DISCHARGE WILL BE CONTAINED ON
SITE UNTIL APPROPRIATE MEASURES IN COMPLIANCE WITH STATE AND FEDERAL REGULATIONS ARE TAKEN TO
DISPOSE OF SUCH CONTAMINATED STORM WATER. IT SHALL BE THE RESPONSIBILITY OF THE JOB SITE
SUPERINTENDENT TO PROPERLY TRAIN ALL PERSONNEL IN SPILL PREVENTION AND CLEAN UP PROCEDURES.

A IN ORDER TO MINIMIZE THE POTENTIAL FOR A SPILL OF HAZARDOUS MATERIALS TO COME INTO CONTACT WITH
STORM WATER, THE FOLLOWING STEPS WILL BE IMPLEMENTED:

4. ALL MATERIALS WITH HAZARDOUS PROPERTIES (SUCH AS PESTICIDES, PETROLEUM PRODUCTS, FERTILIZERS,
DETERGENTS, CONSTRUCTION CHEMICALS, ACIDS, PAINTS, PAINT SOLVENTS, CLEANING SOLVENTS,
ADDITIVES FOR SOIL STABILIZATION, CONCRETE CURING COMPOUNDS AND ADDITIVES, ETC.) WILL BE STORED
IN A SECURE LOCATION, WITH THEIR LIDS ON, PREFERABLY UNDER COVER, WHEN NOT IN USE.

5. THE MINIMUM PRACTICAL QUANTITY OF ALL SUCH MATERIALS WILL BE KEPT ON THE JOB SITE.

6. A SPILL CONTROL AND CONTAINMENT KIT (CONTAINING, FOR EXAMPLE, ABSORBENT MATERIALS, ACID
NEUTRALIZING POWDER, BROOMS, DUST PANS, MOPS, RAGS, GLOVES, GOGGLES, PLASTIC AND METAL TRASH
CONTAINERS, ETC.) WILL BE PROVIDED AT THE STORAGE SITE.

7. MANUFACTURER'S RECOMMENDED METHODS FOR SPILL CLEANUP WILL BE CLEARLY POSTED AND SITE
PERSONNEL WILL BE TRAINED REGARDING THESE PROCEDURES AND THE LOCATION OF THE INFORMATION
AND CLEANUP SUPPLIES.

B. IN THE EVENT OF A SPILL, THE FOLLOWING PROCEDURES SHOULD BE FOLLOWED
1. ALL SPILLS WILL BE CLEANED UP IMMEDIATELY AFTER DISCOVERY.

2. THE SPILL AREA WILL BE KEPT WELL VENTILATED AND PERSONNEL WILL WEAR APPROPRIATE PROTECTIVE
CLOTHING TO PREVENT INJURY FROM CONTACT WITH THE HAZARDOUS SUBSTANCES.

3. THE PROJECT MANAGER AND THE ENGINEER OF RECORD WILL BE NOTIFIED IMMEDIATELY.SPILLS OF TOXIC OR
HAZARDOUS MATERIALS WILL BE REPORTED TO THE APPROPRIATE FEDERAL, STATE, AND/OR LOCAL
GOVERNMENT AGENCY, REGARDLESS OF THE SIZE OF THE SPILL. CONTACT INFO TRACK AT 1-888-429-6281
(1-888-HAZMAT 1) TO DETERMINE WHETHER THE SPILL IS REPORTABLE. INFO TRACK HAS BEEN CONTRACTED
BY TO PROVIDE THIS SERVICE TO FACILITIES, INCLUDING NEW CONSTRUCTION. YOU MUST STATE THAT YOU
ARE WORKING ON A NEW CONSTRUCTION SITE. IF THE SPILL IS DETERMINED TO BE REPORTABLE INFO TRACK
WILL NOTIFY THE EPA IMMEDIATELY. SPILLS OF AMOUNTS THAT EXCEED REPORTABLE QUANTITIES OF
CERTAIN SUBSTANCES SPECIFICALLY MENTIONED IN FEDERAL REGULATIONS (40 CFR 110, 40 CFR 117, AND 40
CFR 302) MUST BE IMMEDIATELY REPORTED TO THE EPA NATIONAL RESPONSE CENTER, TELEPHONE
1-800-424-8802.

4. IF THE SPILL EXCEEDS A REPORTABLE QUANTITY, THE SWPPP MUST BE MODIFIED WITHIN SEVEN (7) CALENDAR
DAYS OF KNOWLEDGE OF THE DISCHARGE TO PROVIDE A DESCRIPTION OF THE RELEASE, THE
CIRCUMSTANCES LEADING TO THE RELEASE, AND THE DATE OF THE RELEASE. THE PLANS MUST IDENTIFY
MEASURES TO PREVENT THE RECURRENCE OF SUCH RELEASES AND TO RESPOND TO SUCH RELEASES. FORM
G-1 MUST BE COMPLETED IN ACCORDANCE WITH THIS REQUIREMENT.

C. THE JOB SITE SUPERINTENDENT WILL BE THE SPILL PREVENTION AND RESPONSE COORDINATOR. HE WILL
DESIGNATE THE INDIVIDUALS WHO WILL RECEIVE SPILL PREVENTION AND RESPONSE TRAINING. THESE
INDIVIDUALS WILL EACH BECOME RESPONSIBLE FOR A PARTICULAR PHASE OF PREVENTION AND RESPONSE.
THE NAMES OF THESE PERSONNEL WILL BE POSTED IN THE MATERIAL STORAGE AREA AND IN THE OFFICE
TRAILER ONSITE.

CONTROL OF NON-STORM WATER DISCHARGES

CERTAIN TYPES OF DISCHARGES ARE ALLOWABLE UNDER THE NEW YORK STATE DEPARTMENT OF ENVIRONMENTAL
CONSERVATION GENERAL PERMIT FOR CONSTRUCTION ACTIVITY, AND IT IS THE INTENT OF THIS SWPPP TO ALLOW
SUCH DISCHARGES. THESE TYPES OF DISCHARGES WILL BE ALLOWED UNDER THE CONDITIONS THAT NO
POLLUTANTS WILL BE ALLOWED TO COME IN CONTACT WITH THE WATER PRIOR TO OR AFTER ITS DISCHARGE. THE
CONTROL MEASURES WHICH HAVE BEEN OUTLINED PREVIOUSLY IN THIS SWPPP WILL BE STRICTLY FOLLOWED TO
ENSURE THAT NO CONTAMINATION OF THESE NON-STORM WATER DISCHARGES TAKES PLACE. FURTHERMORE, SOME
STATES MAY PROHIBIT ANY NON-STORM WATER DISCHARGES, ALLOW A LIMITED NUMBER OF TYPES OF NON-STORM
WATER DISCHARGES AND/OR WILL REQUIRE COVERAGE FOR NON-STORM WATER DISCHARGES UNDER A SEPARATE
PERMIT. THE FOLLOWING NON-STORM WATER DISCHARGES ARE ALLOWED BY THE N.Y.S.D.E.C. AND MAY OCCUR AT
THE JOB SITE: DISCHARGES FROM FIRE FIGHTING ACTIVITIES; FIRE HYDRANT FLUSHINGS; WATERS TO WHICH
CLEANSERS OR OTHER COMPONENTS HAVE NOT BEEN ADDED THAT ARE USED TO WASH VEHICLES OR CONTROL
DUST IN ACCORDANCE WITH THE SWPPP, ROUTINE EXTERNAL BUILDING WASHDOWN WHICH DOES NOT USE
DETERGENTS; PAVEMENT WASHWATERS WHERE SPILLS OR LEAKS OF TOXIC OR HAZARDOUS MATERIALS HAVE NOT
OCCURRED (UNLESS ALL SPILLED MATERIAL HAS BEEN REMOVED) AND WHERE DETERGENTS ARE NOT USED; AIR
CONDITIONING CONDENSATE; SPRINGS; AND FOUNDATION OR FOOTING DRAINS WHERE FLOWS ARE NOT
CONTAMINATED WITH PROCESS MATERIALS SUCH AS SOLVENTS. UNDER ALL CIRCUMSTANCES, THE PERMITEE MUST
STILL COMPLY WITH WATER QUALITY STANDARDS.

REFERENCES

1. MAP ENTITLED "MAP OF SURVEY SHOWING LANDS OF KYLE FLOW" PREPARED
BY MAIER LAND SURVEYING DATED 6/17/2024.

2. MAP ENTITLED "AMENDED CANAL VIEW SUBDIVISION" PREPARED BY OWEN &
LISOWSKI DATED OCTOBER 10, 1996 AND IS FILED AT THE MONROE COUNTY
CLERKS OFFICE AS LIBER 290 OF MAPS, PAGE 44.

3. ABSTRACT OF TITLE PREPARED BY WEBTITLE AGENCY HAVING ORDER
NO.WTA-25-004987 WITH AN EFFECTIVE DATE OF APRIL 11, 2025

4. ALL DEEDS REFERENCED ON FILE AT THE MONROE COUNTY CLERKS OFFICE.

SURVEY NOTES

1. TOPOGRAPHY SHOWN FROM A FIELD SURVEY BY COSTICH ENGINEERING ON
07/01/2025 HORIZONTAL AND VERTICAL DATA OBTAINED THROUGH NYSDOT
CORS NETWORK REFERENCED TO THE FOLLOWING MONUMENT

BATAVIA CORS STATION
-LATITUDE: 42-59-17.96047 (N)
-LONGITUDE: 078-07-20.37533 (W)
-ELLIP HEIGHT: 262.239 METERS  NAVD 88 (CORS)

NAD 83 (CORS)

2. PER THE NYSDEC FRESHWATER WETLANDS MAP, THERE ARE NO STATE
WETLANDS IN PROJECT AREA.

3. PER THE NATIONAL WETLANDS INVENTORY MAPS, THERE ARE NO FEDERAL
WETLANDS IN PROJECT AREA.
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% ~o 0 BARGE GANAL DISTURBANCE (TYP.) N B — ~500— — g e O T — —~ LIMITS OF ELLIP HEIGHT: 262.239 METERS ~ NAVD 88 (CORS
2\ ~ yee——— === —— — —— —-< - : .
N TS R — ——— el LS ——— T T T 99 ~~__DISTURBANCE (TYP.) ( )
, B —— — T T T e T —— T 2. PER THE NYSDEC FRESHWATER WETLANDS MAP, THERE ARE NO STATE
M S o T ———— T T TS0 —m—— T T T T T T —— T T WETLANDS IN PROJECT AREA.
ffffffffffffff —— T T T T T T T T
- - —— T Te—s0g— e T _— T 3. PER THE NATIONAL WETLANDS INVENTORY MAPS, THERE ARE NO FEDERAL
- WETLANDS IN PROJECT AREA.

FLOOD NOTE:

By graphic plotting only, this property is in Zone X of the Flood Insurance Rate Map

No. 36055C0130G Community Panel No. 360411, Village of Brockport, which bears [

an effective date of 8/28/2008, No field surveying was performed to determine this ‘505__::___,-*77-7 7777777777777777777 - o — I — _

zone and an elevation certificate may be needed to verify this determination or _'5559_4____;r——ff——***-‘*—***:*_:*_:::*_::i:'_i—_-,ﬂ-—— ————— - \-\\\\_7__—711:'2?3;:::1—_—_7_::: —————— - ,/__,#¢~f»\\\\\\\\‘\\\:_‘:5%‘;8-‘\—\______“——~‘_“\\ — ——

apply for a variance from the Federal Emergency Management Agency. e ) R S PRELIMINARY PLANS

g PROJECT MANAGER N > TITLE OF PROJECT
\\ l
EXISTING UTILITIES (LOCATION, SIZES AND INVERTS) SHOWN ON THE COPYRIGHT © 2025 \\\\\\\\\\\\ ///,,,/,/”,/ AHA. . CIVIL CLARK STREET TOWNHOMES
PLANS ARE APPROXIMATE AND ARE NOT CERTIFIED AS TO THE COSTICH ENGINEERING, D.P.C. A2 \\“\“mummm,,,VV 1, DRAWN BY 41 CLARK STREET
ACCURACY OF THEIR LOCATION OR COMPLETENESS. THE GRAPHIC SCALE \\\\\\?'3\\\\\\\\‘@ o) R///@,,,, 0%, ENGINEERING
CONTRACTOR SHALL BE RESPONSIBLE FOR DETERMINING THE EXACT SASH e P2 D.J.L. TMLEOFORAWNG. PN TS TING FEATURES/
LOCATIONS AND DEPTHS OF ALL UTILITIES AND STRUCTURES IN THE 20 0 10 20 40 80 prS A VIOLATION OF LAW FOR ANY A A 50UNDARY * LAND
\ UDI G . "Y PATH OF, OR CLOSELY PARALLEL TO, OR UNDER, THE PROPOSED _ PERSON. UNLESS ACTING UNDER THE ThR. o RUEVING DEMOLITION PLAN
CONSTRUCTION. THE CONTRACTOR SHALL BE RESPONSIBLE FOR ANY oERNS\IHSggAI#ENisg§¥EE$ng§E¥éTRE§rIY TOPORASE TOCATION OF PROJEGT TAX PARCEL NG 068530116
DELAYS OR DAMAGES OCCURRING AS A RESULT OF INCORRECTLY o T B e A sy MG * LANDSCAPE TOWN LOT 10, SECTION 8, TOWNSHIP 3, OF THE TRIANGULAR TRACT
LOCATED UTILITIES. IT IS THE CONTRACTORS RESPONSIBILITY TO ANY LIGENSEE WHO ALTERS THIS -G ARCHITECTURE VILLAGE OF BROCKPORT
NOTIFY THE VARIOUS UTILITY OWNERS IN AMPLE TIME FOR THEM TO (INFEET) pocumenT s ReaureD ey w o arrix | 130%, So8  [oneE 2 ] COUNTY OF MONROE, STATE OF NEW YORK
. 2 2 N
LOCATE AND MARK THEIR FACILITIES. THE CONTRACTOR SHALL ALSO 1inch= 20 ft. (22" x 34" SHEET) AR o e S e kR 0 oy I961 B\\A\\“\\\\\\‘ O 07/29/2025 COSTICH 517 LAKE AVENUE SLENT Dwe.# 9790
NOTIFY UNDERGROUND UTILITY LOCATION SERVICE AT LEAST 48 linch = 40 ft (11" x 17" SHEET SO T & R NCITUDNN LOYAL NINE DEVELOPMENT CORP.
HOURS IN ADVANCE OF COMMENCING ANY WORK e t(11"x ) THE ALTERATION, TO THE DOCUMENT gyt ESS | 0T SCALE ROCHESTER, NY 14608 119 GARSON AVENUE CA100
: NO. DATE REVISION BY | CHKD. | APVLS. ' : LT 1"=20' ENGINEERING (585) 458-3020 ROCHESTER, NEW YORK 14609 SHEET 03 OF 13
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- CLARK SITE PLAN NOTES SITE LINE LEGEND
— S 1. WATERMAINS AND SERVICES ARE INTENDED TO BE PRIVATE AND N — — — PARCEL BOUNDARY
— "NO PARKING" TRE ET (50" OWNED/OPERATED BY THE PROJECT SPONSOR.
\ \r@\ G RO —_— EXISTING RIGHT-OF-WAY LINE
S'R.O AX M 2. SANITARY SEWER MAINS AND LATERALS ARE INTENDED TO BE
| PRQEOSED 5.0' WIDE PROVIDE 3" CURB OW. p AP) : _ — EXISTING ADJACENT PROPERTY LINE
\ | CONCRETE SIDEWALKAVITH TRANSITION (TYP.) 1&> PRIVATE AND OWNED/OPERATED BY THE PROJECT SPONSOR.
— l’ CURB RAMP TO CLARK STREET (SEE DETAIL) MIN. BUILDING SETBACK
— ~ -
MATCH TO - é’/";’TTjRg’:\ NCE( 3. STORM SEWERS AND STORMWATER MANAGEMENT PRACTICES ARE a (LSS S/ EXISTING BUILDING
EXISTING _ gleTgNNggg TO BE PRIVATE AND OWNED/OPERATED BY THE PROJECT % EXISTING CONCRETE CURB
— "NO )
’ o R=13.0" T PARKING" EXISTING EDGE OF PAVEMENT
= 4o R=13.0" — 4. ALL ROADS, PARKING LOTS, DRIVEWAYS ARE INTENDED TO BE
GRAVEL Q MA Tcm\ PRIVATE, AND OWNED/MAINTAINED BY THE PROJECT SPONSOR. EXISTING EDGE OF GRAVEL
DRIVE L,%O P \ LOD EXISTING // - \
g N ADA CONCRETE - /, o EXISTING CONC. PAD/ CONC. SIDEWALK
2 3| RAMP (SEE DETAILS), - - o et 7O e
118 g . N = / O/:iSTRO' Lve a o o o o o EX|STING GUARD RAIL
< « A
"B(;“g;/ffo"/v’f TER & 20 HER o , ) EXISTING STOCKADE & CHAIN LINK FENCE
| . + —_ O ﬁ_@ EXISTING UTILITY POLE , GUY ANCHOR &
| 20.4' AN \ ‘L - UTILITY POLE WITH LIGHT
\
i\ ) PROPOSED EDGE OF PAVEMENT
SRR NN = — —
Il o : GA - - “ T w7, | PROPOSED CONCRETE SIDEWALK
LIMITS OF a et RAGE B & -
DISTURBANCE (TYP.) o 1 ‘
q . ; | PROPOSED BUILDING
i - LIMITS OF
o o t E%’ ‘., DISTURBANCE (TYP.) — LOD LIMIT OF DISTURBANCE
~ l N 8,' <]
GRAVEL o L B
PRIVE ] a BN PROPOSED 10.0%22.0 ]
o v GARAGE e ‘0 .0%22.0'
. 75(TYP) b | PARALLEL PARKING |
o 108 2 g | STALLS (TYP.)
&_ ~ 3 : BN (T=)§/'-"0)' JACQUELIN'\IiZ/';/I WITTMAN / SITE DATA
SIS IR . .
| o o TH BUILDING #1 B TAX # 068.52-01-017
o o) § 33 CLARK STREET / 1. PROJECT: CLARK STREET TOWNHOMES
P LIBER 10161 PAGE 157
| PROPOSED 10.0'x12.0' GARA / 2. TAX PARCEL NO.: 068.52-01-016
CAST-IN-PLACE CONCRETE GE KK PROPOSED BIO-RETENTION AREA
PATIO (TYP.) o 3 = | NO. 1 (AREA 600.0 SQ. FT.) " 3. MUNICIPALITY: VILLAGE OF BROCKPORT
/ : LATRAY TEAM PROPERTIES LLC 3. PROPOSED BUILDING GFA: 2,640+ SQ. FT. PER 3-UNIT BUILDING,
= ——— TAX # 068.52-01-018
— ?% 7 N 29 CLARK STREET / TOTAL = 10,560+ SQ. FT.
" (@] \\\\\\\ o) — LIBER 12580 PAGE 491
PROPOSED 6" HIGH AN . .
PRIVACY FENCE (750)7\ ROPOSED 5.0 WDE @ Jos0e | 2. EXISTING ZONING: MN - MIXED NEIGHBORHOOD
. PR TBAC .
SIDEWALK (TYP.) B ' 3. BULK REQUIREMENTS:
O —ua_}
T L PROVIDE STONE FILL OUTLET REQUIRED PROPOSED
ANN\N\Nnaay S PROTECTION (FINE STONE FILL, i
GA R NYSDOT ITEM 620.02) (TYP.) / ty
o RAGE - | MIN. LOT AREA (SF) 2,000 56,023
" P N/F
o—J 4 ] | , DONALD PARKINSON MAX. LOT COVERAGE (%) 30% 49.5%
| [ 4 WOoD TAX # 068.52-01-019
Tk - = SHED 23 CLARK STREET MIN. LOT WIDTH (FT) 75 129.7
| o B ) LIBER 9452 PAGE 356
' Nc: . /) | INTERIOR LOT DEPTH 200 2854
/ a S MIN. GROSS FLOOR AREA (MIN) 1,000 2,640 +
GARAGE )
o ° [ ] ° NI MAX. BUILDING HEIGHT (FT) 3 STORIES/40 2 STORIES/29
_ : CARL GRASTA
S = [, / TAX # 088 52.01-020 MIN. FRONT YARD SETBACK (FT) 20 21.0
N/F 2 - v 17 CLARK STREET
TAX # 068.12-01-015.200 = Ya : DISTURBANCE (TYP.
47 CLARK STREET [ / Es (TYP.) 4 MIN. REAR YARD SETBACK (FT) 20 20.0
LIBER 12414 PAGE 602 . 5> 43 Za
GARAGE ] < X gl
S 17.5(rve) | .- PARKING REQUIREMENT:
¥ o 6 — | @ o 1.5 SPACE/FOR EVERY DWELLING UNIT, 12 UNITS x 1.5 = 18 SPACES
4 B 4 + —
&5 J * \ / / PARKING PROVIDED: GARAGES = 12 SPACES
, =< ‘ -
| I 20.4 LTI Bs N - o DRIVEWAYS = 12 SPACES
g ‘ (TYP.) \ o VISITOR PARKING = 6 SPACES
| Py ~ 5 — | L / TOTAL = 36 SPACES
N S - - 10 : * -
| 3 ] PROPOSED 5.0' WIDE S sor o O — SCHAN LNk FeNce . ANTICIPATED AREA VARIANCE FROM THE ZONING BOARD OF APPEALS
é N LA] FLUSH SIDEWALK (TYP.) TT—— O — 7 (TO BE VERIFIED BY MUNICIPAL CODE ENFORCEMENT).
60.0" o
LIMITS OF - = o R - PR I N DX B . - r J R =
DISTURBANCE (TYP.) vorreg R . : + DN S l A ]‘ ek PR et 5
= m
~
I 5 N 4 —
>~ > = -~
S S g PAVEMENT LEGEND
o N g S
N . P P N Y O —
PROPOSED 10.0%12.0" . L AN PRI . X SN ’\
STORAGE SHED COVERED - COVERED -, COVERED"? COVeRED COVERED " COVEREDy STANDARD ROAD PAVEMENT AREA
/ ORCH ORCH 'ORCH V /
PROPOSED [/ /] / [/ 2%, 1277 (SEE DETAIL SHEET)
10 SIDE BIO-RETENTION / = = iy 9 = /
SETBACK AREA NO. 2 = o = ¢ e = e 4
| AREA=420.0 SQ. FT. 2 Q % % ]z < = ;
o~
; % % % § § < < S % 1 DRIVEWAY PAVEMENT AREA
| POTENTIAL 1 S S & % ’ A © O % S (SEE DETAIL SHEET)
| COMMUNITY 4 TH }-—164 TH / T
= COMMON USE / / / ¢ ’
I S AREA g BUILDING #3 / / BUILDING #4 /
] 7 8 O N ] 10 11 12 7 v
% L/ [/ 1/ MAIN STREET BROCKPORT LLC
¢ % % % TAX # 068.52-01-023
% V4 11 MAIN STREET
L/ ; z ; ; ; ; ; E : / LIBER 12113 PAGE 541
T, * v o7 v vy i N
> i v 4 » » ) Q
B v, v <
2 v B SAE s G 3
4 % . P\ : : @
@ Q %
5/8" REBAR g N o a
\_@ ¢ S .
N
[ )
XPROPOSED 10.0x12.0' //
N/F CAST-IN-PLACE CONCRETE
LIMITS OF
STATE OF NEW YORK LIMITS OF PATIO (TYP.) Cd_u
TAX # 068.12-01-01 DISTURBANCE (TYP.,) "NM 26" DISTURBANCE (TYP.)
0 BARGE CANAL ’
"NM 28"
Q>
—
EXISTING UTILITIES (LOCATION, SIZES AND INVERTS) SHOWN ON THE PROJECT IANAGER 1 1 THTLE OF PROJECT
( : ) COPYRIGHT © 2025 AHA. . CIVI CLARK STREET TOWNHOMES
PLANS ARE APPROXIMATE AND ARE NOT CERTIFIED AS TO THE COSTICH ENGINEERING. D.P.C L
ACCURACY OF THEIR LOCATION OR COMPLETENESS. THE GRAPHIC SCALE e DRAWN BY ENGINEERING 41 CLARK STREET
CONTRACTOR SHALL BE RESPONSIBLE FOR DETERMINING THE EXACT D.J.L. TITLE OF DRAWING
LOCATIONS AND DEPTHS OF ALL UTILITIES AND STRUCTURES IN THE ITIS A VIOLATION OF LAW FOR ANY e LAND
\ 20 0 10 20 40 80 PERSON, UNLESS ACTING UNDER THE BOUNDARY SITE PLAN
\ PATH OF, OR CLOSELY PARALLEL TO, OR UNDER, THE PROPOSED DIRECTION OF A LICENSED PROFESSIONAL T.F.R. SURVEYING
L4 CONSTRUCTION. THE CONTRACTOR SHALL BE RESPONSIBLE FOR ANY ENGINEER, LAND SURVEYOR, ARCHITECT
DELAYS OR DAMAGES OCCURRING AS A RESULT OF INCORRECTLY OR LANDSCAPE ARCHITECT, TO ALTER ANY TOPO/BASE e LANDSCAPE LOCATION OF PROJECT TAX PARCEL NO. 068.52-01-16
ITEM ON THIS DOCUMENT IN ANY WAY . TOWN LOT 10, SECTION 8, TOWNSHIP 3, OF THE TRIANGULAR TRACT
LOCATED UTILITIES. IT IS THE CONTRACTORS RESPONSIBILITY TO O T OGN T N ANY ) M.G. ARCHITECTURE N A S O ok
NOTIFY THE VARIOUS UTILITY OWNERS IN AMPLE TIME FOR THEM TO (IN FEET) pocumenT s reauren sy Law o areix [ 13707, Sos 3 R COUNTY OF MONROE. STATE OF NEW YORK
LOCATE AND MARK THEIR FACILITIES. THE CONTRACTOR SHALL ALSO inch= 20 " " __HIS/HER SEAL AND THE NOTATION 250 M, 096185 N & 07/29/2025
NOTIFY UNDERGROUND UTILITY LOCATION SERVICE AT LEAST 48 linch = 20 t. (22"x 34" SHEET) ALTERED BY", FOLLOWED BY HISHHER My, o N\ COSTICH 217 LAKE AVENUE CHENT LOYAL NINE DEVELOPMENT CORP. bwe-# 9790
linch = 40 ft. (11" x 17" SHEET) SIGNATURE AND SPECIFIC DESCRIPTION OF “h,,)OF Eg g | ONN W SCALE ROCHESTER, NY 14608 CAl 1
HOURS IN ADVANCE OF COMMENCING ANY WORK. THE ALTERATION, TO THE DOCUMENT. ’////,,II”" m““\\\\\\\ \ . ENGINEERING ’ 119 GARSON AVENUE O
NO. DATE REVISION BY | cHkD. | APvLs. i 1"=20 (585) 4583020 ROCHESTER, NEW YORK 14609 SHEET 04 OF 13
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T e
— G / M.C.W.A. TO EXCAVATE, INSTALL AN 16x4-INCH TS&V, PERFORM
w \ N /' TAP AND BACKFILL FOR A QUOTED AMOUNT TO THE OWNER.
o CONTRACTOR TO SUPPLY DISINFECTION/SAMPLING TAPS AND
w
on NGF g CLA RK PERFORM PERMANENT RESTORATIONS. CONTRACTOR TO UTILITY LINE LEGEND
S0 w VERIFY LOCATION IN THE FIELD.
&\ 3 “OCATION 21 g0 we ST N — — PARCEL BOUNDARY
@ , NE
TR  RiM-ast.85 e, 4 REET (50'R ——— — — ——— EXISTING RIGHT-OF-WAY LINE
\ < =488. RIM=488.9 Am (s
A ] OH TER G '
\ 96225] s ¢ iV ROW, ppp o AX MAp) ——— — — ———  EXISTING ADJACENT PROPERTY LINE
| N — PROPOSED 4"DR14 " w &
48215 o . - APp
- 5 | ln 3 -—_o B iy A OHNL%CATION G MIN. BUILDING SETBACK
. Tl
i — LIMITS OF \ wm. a - CENTER LINE
TG= N e NT——— "NG-TEL4" Qo
488.56 1 ANTT—— DISTURBANCE (TYP) NG-TEL4 ”D\\’ {‘é --- EXISTING EASEMENT LINE.
o Y -— APPROX. g OH
) . %
_ BLIND "T' EXISTING CONCRETE CURB
LOD  —— C— LOCATION =
CRAVEL - 8-12"HDPE ) EXISTING EDGE OF PAVEMENT
DRIVE e L Op e @ 1.18% ] . R
: g // \\\ EXISTING EDGE OF GRAVEL
4 ol T.G.= .
O,
PROVIDE ‘ — -~ - %) 48869 | CONNECT 12"HDPETO ~~ ~———___ s - | EXISTING CONCRETE PAD/
CLEAN-OUT s | . PROVIDE —] s EXISTING STRUCTURE —_— 4 i CONCRETE SIDEWALK
INV=488.89 : "L MASTER METER & DISINFECTION/ / — T —_ EXISTING UTILITY POLE . GUY ANCHOR &
{ BACKFLOW SAMPLING TAP A : Qe X é UTILITY POLE WITH LIGHT
| : D T
486.10 _— .
| 1) 35xd0p DS Y w020 - Bt —_ w X5, EXISTING WATER MAIN, VALVE, & HYDRANT
1 || ] ,
| © L , PETENTION WITH Py [ b-1 T 6 EXISTING SANITARY SEWER, & MANHOLE
CERO IANIFOLDS AND I' I' 1, " ! DISCHARGE STRUCTURE — T A ’
' | o g PROVIDE INSPECTION PORTS, ™~ | [ ' RIM=490.5 i —_ EXISTING DRAINAGE SEWER, FIELD INLET,
LIMITS OF Q R CLEAN-OUT p INV.5486.20 | NG oy CL INV.=486.20 —_ i < INLET MANHOLE, MANHOLE, & END SECTION
DISTURBANCE (TYP.) o INV=488.19 “"| (SEE DETAILS) i by ! 10" ORIFICE PLATE INV.=486.20 =
g | _ = | g S WEIR WALL INV.=486.2 OH EXISTING OVERHEAD UTILITIES
! = P TOP OF WEIR WALL=489.9 -
v a < N II I' II 1 " 'l 6" ORIFICE (WEIR WALL, INV.=486.20 T EXISTING TELEPHONE SERVICE
. ] [ 4'x18: RECTANGULAR ORIFICE
2 7 PROPOSED 1.5 P B B | uG EXISTING UNDERGROUND UTILITIES
GRAVEL CIENR PE4710 WATER " | o ! ! (WEIR WALL), INV.=488.0 -
DRIVE 5 SERVIC. A (SEE DETAIL) G EXISTING GAS SERVICE
g’ 71-6" STORM LATERAL “ Ll 1o
A SDR-21@ 1.00% ’ Ly, ! LIMITS OF | E EXISTING ELECTRIC SERVICE
o) & ' S=3=, | DISTURBANCE (TYP.,)
N . a o o o o o EXSTINGGUARD RAIL
AN o F.F.=492.0 [ = - %7 - 467.89 JACQUELIN'\Iii”;/I WITTMAN /
| R . o _ . [ ! 512" HDPE  TAX #068.52-01-017 PROPOSED EDGE OF PAVEMENT
(e} S < 7 4 ] 0 33 CLARK STREET
R o ; o ' @1.50% | |BER 10161 PAGE 157 / PROPOSED CONCRETE CURB
| 9-4" SDR-21 SAN. . 71-6" STORM LATERAL 487.81 |
LATERAL @ 2.00% | B SDRi21 @ 1.00% f §( S gl ! ! 236" HDPE @ PROPOSED BUILDING
o S . ! 12,,9[')/72‘ S 0.50% (PERF.) I
'Q D-1C & : : ! PROPOSED BIO-RETENTION NP b PROPOSED BIO-RETENTION AREA
C @ 2x2' INLET _ PROVIDE RS NYLOPLA |1 AREANO. 1 LATRAY TEAM PROPERTIES LLC :
T © 7G=4908 CLEAN-OUT . ’, Sz TG=491.0 ) ‘ TAX # 068.52-01-018
: s " INV=487.51 S : ) AREA 600 5Q. FT. 29 CLARK STREET w X%
o R E: - § Il ! CONNECT 12"H.D.P.E. TO 36" LIBER 12580 PAGE 491 / —_—0 L w PROPOSED WATER MAIN, VALVE, & HYDRANT
7 )
! S 107-12"HDPE @ 1.50% || ddhaass] 1 1 H.D.P.E. WITH WYE CONNECTION / D) PROPOSED SANITARY SEWER, & MANHOLE
PROVIDE —h N i ! ] 487.69 PROPOSED DRAINAGE SEWER, FIELD INLET,
EAN-OUT 2 : L] X ] CONNECT 12" H.D.P.E. TO 36" H.D.P.E. fi—@—0 < |NLET MANHOLE, MANHOLE, & END SECTION
NV=493.03 3 - g WITH WYE CONNECTION (TYP.) B 1 SQUARE DRAIN OH PROPOSED OVERHEAD UTILITIES
Q - 12" DIA. 8§ ” ’I 487.83 | (NACCESSIBLE)
J N E= 4 NYLTgiigfg ) 412" HDPE @ 1.50% | T PROPOSED TELEPHONE
.’ . ' 1 - N/F UG PROPOSED UNDERGROUND UTILITIES
0 \/ . | * I’ ] g%fyl}lgggF@) DONALD PARKINSON
47'6° STORM SEWER g ro .50% - TAX # 068.52-01-019 G PROPOSED GAS SERVICE
LATERAL @ 1.00% : . w800 "y (1) 3.5%140.0' ADS 23 CLARK STREET
. 0 . .
o - | i T ENTION-DETENTION WITH | LIBER 9452 PAGE 356 E PROPOSED ELECTRIC SERVICE
696" STORM LATERAL ﬂq I MANIFOLDS AND INSPECTION LOD LIMIT OF DISTURBANCE
SDR-21 @ 1.00% I I PORTS, INV.=486.20 (SEE DETAILS)
© r 2 ! N/F
_J . AN CARL GRASTA
: ey / TAX # 068.52-01-020
N/F 1y 17 CLARK STREET
KIMBERLY STEPHENSON - \ R LIMITS OF / LIBER 12283 PAGE 46
TAX # 068.12-01-015.200 o a4 2 o DISTURBANCE (TYP.
47 CLARK STREET 9-4" SDR-21 SAN. / & . (i N D-2 ( ) K
LIBER 12414 PAGE 602 LATERAL @ 2.00% “ NG 5'DIA INLET M.H.
N L J 7G=492.8
S N PROPOSED\!.5" 8 —
PROVIDE —_[! PE4710 WATI 12-4" SDR-21 SAN. :
CLEAN-OUT || SERVICE . & LATERAL @ 2.00%
INV=492.34 PROPOSED 1.5" PE4710
SA-2 _ WATER SERVICE :
4'DIA M.H. . 49-6" STORM LATERAL o
RIM=485.0 O?Q,@ 'g TEOAV/(f OUT\ SDR-21 @ 1.00% . L /
. A )9 INV=492.10 PROPOSED 4" DR14 SA-4 O —— " CHANLINK FencE o
‘ ¥ 216" STORM LATERAL WATER MAIN 4'DIAM.H. I
416" SDR-35 @ 0.50% N < © /7 SDR-21 @ 1.00% RIM=494.8
346" STORM SEWER ] q& , ‘/’A B < «/ P L 44 4d, . .,/( / v/ J ﬁ 4 " 4 7 d : - : o rq 4 4 “ . : CI l a
LATERAL SDR-21 @ 1.00% N\ 483.68 —\ — LA NG e/ 119-6" SDR-35 @ 0.50% el 1 b U 4 B T £ 4
A-. [\ —
LIMITS OF / 4’D/Aﬁ/llj v s Lo B\ ! 48851 / PROPQSED 1.5" RE4710 - 71-6" STORM LATERAL PROVIDE —
DISTURBANCE (TYP.) R IM=196.0 556,76 7 7e5coT8 S ) ' WATER SERVICE] SDR-21 @ 1.00% CLEAN-OUT
: Q w w INV=492.34 Q
488.68 g 469.50 Z _r / K : : T . S O _
[ SRR T el s | MRS X < RN -
16-6" HDPE @ 488.61 1 — X ,+ : - - . - — . :
0.50% (PERF.) 489.48 e S L . . .
DA-1— DA-2 \« X X ZAX/ 7 Il/// /[I/) /II’/ ] 7 IV/ 4 /II/V
END SECTION END SECTION 4 1067 PVC@ 1.00%\_ photryine ) — 7
Nvea92.00 INV=492.00 / B N—DA-3 cLean-out| . FROVIDE CLEAN-OUT
& : 1
5-6" HDPE @ 0.50% END SECTION INVE492.31 INVedd2 80 INVA491 63 ‘
PROPOSED—J\ % INV=492.00 INVE492.31 T // 5" STORM LATERAL a
BIO-RETENTION lg _— DA-4 454" SDR-21-] — g% ,-?6; @;)7 000/ 3 /
AREA NO. 2 | L. 71 END SECTION SAN. LATERAL i : 7 /
AREA=420.0 SQ. FT. 5 D-3.2 INV=492.00 - @ 2.00% F.F.=495.0 ’
" F.F.=495.0
S 12" DIA. NYLOPLAST PROVIDE E
= PROVIDE
TG=492.5 \ [ CLEAN-CUT PROVIDE —| PROVIDE CLEAN-OUT MAIN STREET BROCKPORT LLC
15-6" HDPE @ 0.50% (PERF.) NVad92 67 CLEAN-OUT CLEAN-OUT INV=492 25 TAX # 068.52-01-023
e INV=493.37 INV=491.57 11 MAIN STREET
60-12" HDPE @ 2.18% INV=492.67 ~ 4 . ‘ LIBER 12113 PAGE 541
17-6" STORM LATERAL . r —— . P , e —— — ———— 7 ~L T daan —> Q
SDR-21 @ 3.86% S Ly $ E mL e, v g SRR S
/}iﬁ 19003 93'}12'HDRE @ 1.00% : < . v . 7)
\—)} ’ "
SIETREBAR— . D4 706" STORM LATERAL 11-6" HDPE @ 1.00% / i 2317@0’3"8’ o A 1" PIPE
2%2'INLET SRD-21 @ 1.00% / -00%
TG=493.0 , [ -
- - UL UL UL L LU A4 ~4 = [ > I_U,.J =
Chs /
NJE 2%2' INLET /
STATE OF NEW YORK 7G=493.6 I— o 0 OH H OH )
TAX # 068.12-01-01 Limirs OF oH——— M {
12-01- DISTURBANCE (TYP.) Ry "NM 29" LIMITS OF
0 BARGE CANAL oH—————OH DISTURBANCE (TYP.)
—
P o
" " oH—mMmMM OH
oH———————OH —OH
—
—
PRELIMINARY PLANS
PROJECT MANAGER N > TITLE OF PROJECT
EXISTING UTILITIES (LOCATION, SIZES AND INVERTS) SHOWN ON THE COPYRIGHT © 2025 AHA. .C CLARK STREET TOWNHOMES
PLANS ARE APPROXIMATE AND ARE NOT CERTIFIED AS TO THE COSTICH ENGINEERING. D.P.C IVIL.
ACCURACY OF THEIR LOCATION OR COMPLETENESS. THE GRAPHIC SCALE b DRAWN BY ENGINEERING 41 CLARK STREET
CONTRACTOR SHALL BE RESPONSIBLE FOR DETERMINING THE EXACT 7 D.J.L. TITLE OF DRAWING
LOCATIONS AND DEPTHS OF ALL UTILITIES AND STRUCTURES IN THE IT IS A VIOLATION OF LAW FOR ANY , * LAND
20 0 10 20 40 80 PERSON, UNLESS ACTING UNDER THE b A7 BOUNDARY UTILITY PLAN
PATH OF, OR CLOSELY PARALLEL TO, OR UNDER, THE PROPOSED DIRECTION OF A LICENSED PROFESSIONAL \ A 2 T.F.R. SURVEYING
CONSTRUCTION. THE CONTRACTOR SHALL BE RESPONSIBLE FOR ANY ENGINEER, LAND SURVEYOR, ARCHITECT VS SoAE O OT PRGOS A PARCEI NG 06532016
OR LANDSCAPE ARCHITECT, TO ALTER ANY = ] " . D2-Ul-
ITEM ON THIS DOCUMENT IN ANY WAY . 3 s M.G. * LANDSCAPE TOWN LOT 10, SECTION 8, TOWNSHIP 3, OF THE TRIANGULAR TRACT
ANY LICENSEE WHO ALTERS THIS 2 2, KSR DD ARCHITECTURE VILLAGE OF BROCKPORT
DOCUMENT IS REQUIRED BY LAW TO AFFIX ’/,// ((\/,,,”// \\\\\\\e $ DATE % J COUNTY OF MONROE, STATE OF NEW YORK
HIS/HER SEAL AND THE NOTATION //,/ 7 A N \\\\
"ALTERED BY", FOLLOWED BY HIS/HER r,,,,//O lo’////////g,ﬁ,ﬁJ\R\\\\\\\\\“\/ Q:\\\\\\ 07/29/2025 COST] CH 217 LAKE AVENUE CLIENT LOYAL NINE DEVELOPMENT CORP DWG.# 9790
A ”””//;?OFESS 1OV SCALE ROCHESTER, NY 14608 119 GARSON AVENUE . CA 1 20
THE ALTERATION, TO THE DOCUMENT. KT 1"=20 ENG]NEER]NG (585) 458-3020 ROCHESTER. NEW YORK 14609 SHEET 05 OF 13

), UDIG-NY | &1l
@ DELAYS OR DAMAGES OCCURRING AS A RESULT OF INCORRECTLY
LOCATED UTILITIES. IT IS THE CONTRACTORS RESPONSIBILITY TO
NOTIFY THE VARIOUS UTILITY OWNERS IN AMPLE TIME FOR THEM TO (IN FEET)
LOCATE AND MARK THEIR FACILITIES. THE CONTRACTOR SHALL ALSO 1inch= 20 ft. (22" x 34" SHEET)
NOTIFY UNDERGROUND UTILITY LOCATION SERVICE AT LEAST 48 : _ " "
HOURS IN ADVANCE OF COMMENCING ANY WORK. Iinch 40 ft. (11 x 17 SHEET)
NO. DATE REVISION BY CHKD. APVLS.
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"ERREF | 6 2) ———— — — ——— EXISTING ADJACENT PROPERTY LINE

— CENTER LINE
PROVIDE INLET
PROTECTION (TYP.) "NG-TEL4"
(SEE DETAIL)

EXISTING CONCRETE CURB

GRID
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‘ z 2 < . * EXISTING CONCRETE PAD/
CONCRETE SIDEWALK
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Q Q {:} _A_ TREES, HEDGE, EDGE OF WOODS
—

—
——— EXISTING SWALE
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DISTURBANCE (TYP.) SF SILT FENCE
/ [ OD LIMIT OF DISTURBANCE
N/F ~
JACQUELINE M. WITTMAN / LJ PROPOSED INLET PROTECTION
| ! 4% 7-54 TAX # 068.52-01-017
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| : 7G=491.0 1.B.=491.5 | |BER 10161 PAGE 157 /
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PROPOSED BIO-RETENTION
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| A LIBER 9452 PAGE 356
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N/F
N / CARL GRASTA
, TAX # 068.52-01-020
N/F F.F.=494.0 \;?9 17 CLARK STREET
KIMBERLY STEPHENSON = LIMITS OF \ / LIBER 12283 PAGE 46
TAX # 068.12-01-015.200 494.0 DISTURBANCE (TYP.) S~o
47 CLARK STREET ~
LIBER 12414 PAGE 602 \
\\\
9.
SN.
| O
WOODED AREA
| e
\\\
SA-2 . ®
RIM=485.0 D-3.1 PROVIDE SILT FENCE
LIMITS OF TG=492.5 — (TYP.) (SEE DETAIL)
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T -~493——_| S

___________ —
\\\ \
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492.0—1X RINE /= < S S h
| B o AN o 5] -

DA-4 — 8.8 /
- N /
INV=492.00 N
F.F.=495.0 F.F.=495.0 - 495~ _
8 9 10 11 12 - N/F
_ TR, X MAIN STREET BROCKPORT LLC
s o 195,095~ 495.0 495.0 ¥ TAX # 068.52-01-023
/ ‘ f /_ N /_ /_ P— 11 MAIN STREET
70 g s 4 4 7~ y; 7 ZEZ 7 Py > LIBER 12113 PAGE 541
. BV v T 4 " M
® N
WOODED AREA

—— -— TR T T rova . VAV g
AN WA el eyt .\,,;‘ 197 Sl AN .‘n’.‘nﬁmﬁm‘,{’ﬁ. ~ - \N
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\ 498- e —— O\ T — -~ —
\\ - PROVIDE INLET PROTECTION ~— — ——————————"7°"C  \ 7=~ r
T~49\ ________ . ATYP)(SEEDETAIL) b N T 498 — —_ / \\\\
15‘00 STATE OIL\I:\'I:EW YORK R N v (TYP.) (SEE DETAIL) N EROSION CONTROL MATTING % 4—5:;\\ LIMITS OF ~—_
\\ \ tmitsor T T T 49— ——— T T T T T T T T (SEE DETAIL SHEET CA504) T~ Sy~— a0
s \\ TAX # 068.12-01-01 DISTURBANCE (TYP.) - ————_ ETAIL "M 29" ~-DISTURBANCE (TYP )~~~
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By graphic plotting only, this property is in Zone X of the Flood Insurance Rate Map —505 _______________,,_,-———:_:::—_____________________‘_\\\\\ \\\\\\\ 506-—_ o e — —_ - \~~\\\"-~:::\_“\\\—_—:‘\\\\\:
No. 36055C0130G Community Panel No. 360411, Village of Brockport, which bears -506-———"" _— T T T T T T T T _‘______,___R\\: — T ——s0p— T T
an effective date of 8/28/2008, No field surveying was performed to determine this -sr=- T T T T T T T TTe— TSy T
AT . . - —508———— - —_ —— T T T T T T T T T T T T T T
zone and an elevation certificate may be needed to verify this determination or g9 ——————— _ o ——— T T e T 08— T T T
apply for a variance from the Federal Emergency Management Agency. [ T T T T T T . [ —— T ———— T T
o e Y — ——— = T TTsi0—— T T ~ : PRELIMINARY PLANS
PROJECT MANAGER TITLE OF PROJECT
EXISTING UTILITIES (LOCATION, SIZES AND INVERTS) SHOWN ON THE ¥ 1 WN
PLANS ARE APPROXIMATE AND ARE NOT CERTIFIED AS TO THE COSTICC%PETE%CI}EEE%%\%SD P.C A.HA. e CIVIL CLARK STREET TO HOMES
ACCURACY OF THEIR LOCATION OR COMPLETENESS. THE GRAPHIC SCALE e DRAWN BY ENGINEERING 41 CLARK STREET
CONTRACTOR SHALL BE RESPONSIBLE FOR DETERMINING THE EXACT D.J.L. TITLE OF GRADING AND EROSION
LOCATIONS AND DEPTHS OF ALL UTILITIES AND STRUCTURES IN THE 20 0 10 20 40 80 IT IS A VIOLATION OF LAW FOR ANY BOUNDARY * LAND DRAWING
3\ PATH OF, OR CLOSELY PARALLEL TO, OR UNDER, THE PROPOSED DIRECTION OF A LIGENSED PROFESSIONAL TFR. SURVEYING CONTROL PLAN
b CONSTRUCTION. THE CONTRACTOR SHALL BE RESPONSIBLE FOR ANY ENGINEER, LAND SURVEYOR, ARCHITECT
DELAYS OR DAMAGES OCCURRING AS A RESULT OF INCORRECTLY OR LANDSCAPE ARCHITECT, TO ALTER ANY TOPO/BASE e LANDSCAPE LOCATION OF PROJECT TAX PARCEL NO. 068.52-01-16
LOCATED UTILITIES. IT IS THE CONTRACTORS RESPONSIBILITY TO lTEXN?(NchHElﬁgé): \mgNATLTlgé\sN ¥HV|V$ v ARy M.G. ARCHITECTURE TOWNLOT 10, SECTIO\E{&{{%‘Q@?S}E (;’C%:KT)EE TRIANGULAR TRACT
LOCATE AND MARK THEIR FACILITIES, THE CONTRACTOR SHALL ALSO Vo oSS e orron " | %, oooran [P 07202025 | @ ~ COUNTY OF MONROF, STATE OF NTW ¥ORK
. 1 inch= 20 ft. (22" x 34" SHEET ; " 2,0 my,, 096185 W O
NOTIFY UNDERGROUND UTILITY LOCATION SERVICE AT LEAST 48 linch= 40 ft El 1"x 17" SHEET% SIGALTERED BY', FOLLOWED BY HISHER __ ’o,,% A,?g;glmunu\\\\\c\;“‘\\\ N \\\\\\\\\‘ — COSTICH 217 LAKE AVENUE CLENT | OYAL NINE DEVELOPMENT CORP. owe.# 9790
HOURS IN ADVANCE OF COMMENCING ANY WORK. ’ THE ALTERATION, TO THE DOCUMENT. "”/////m Ess | \\\\\““\\ E RO 50 asam0nn ° 119 GARSON AVENUE CA 1 3 0
NO. DATE REVISION BY | cHkD. | APVLS. iy 1"=20' NGINEERING (585) 4583020 ROCHESTER, NEW YORK 14609 SHEET 06 OF 13
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G
— /
S ® PLANT SCHEDULE
NG5 © CLARK ALL DISTURBED LAWN AREAS SHALL RECEIVE 6" TOPSOIL AND PERMANENT
=02 v N LAWN HYDROSEED MIX. Qry | KEY | BOTANICAL NAME COMMON NAME SIZE ROOT MATURE SIZE
(J\\ o / G
A S SEED MIX: DECIDUOUS TREES
T O s 5 P ' = w \TREE T (50'R.0. LBS/ACRE %BY PURITY  %GERM , , - T ——
o e o A . (5'R 5 .W' PER TAXx MA 'Pennfine’ Perennial Rye Grass 35 85 85 1 Bn BETULA NIGRA 'HERITAGE HERITAGE RIVER BIRCH 1.75-2" CAL BB . 50-70", SP. 35-
l == - 5 -W. PER REF P) ‘Pennlawn’ Red Fescue 35 97 80 3 cf CORNUS FLORIDA 'CHEROKEE BRAVE' CHEROKEE BRAVE FLOWERING DOGWOOD | 1.75-2" CAL BB HT. 15-30', SP. 25-35'
l’ T = OH w & 2) 'Baron' and 'Midnight'
— 0 | = N\ _ = OHN}SS\ " G Kentucky Bluegrass 30 85 80 EVERGREEN TREES
— n PROPOSED MULCH RING (TYP.) \ \
| 7 Cf‘ - TTT— — . TE‘ o W \() E SEEDING RATE: 6.0 POUNDS PER 1,000 SQUARE FEET 14 Pg PICEA GLAUCA 'DENSATA' BLACK HILLS SPRUCE 5-6' HT. MIN. BB HT. 25-30', SP. 10-15'
56 Cf — - \
o - 7 = % o1 © MULCH: STRAW OR WOOD FIBER MULCH APPLIED AT THE RATE OF TWO TONS SHRUBS
/ _ = PER ACRE 31 Pm PINUS MUGO 'SLOWMOUND' SLOWMOUND MUGO PINE 24"HT.MIN. | CONT. HT. 2-3', SP. 2-3'
GDRF/;\\//IIEEL ’ — /X Re STARTING FERTILIZER: 5:10:10 AT 20 POUNDS PER 1,000 SQUARE FEET 15 Re RHODODENDRON 'CHIONOIDES' CHIONOIDES RHODODENDRON 24" HT. MIN. CONT. HT. 3-4', SP. 4-6'
10 e 4 / T B o Y
: Tos /  — FOR FALL OR EARLY WINTER, SEED WITH CERTIFIED "AROOSTOCK" WINTER 22 Rm ROSA MEIGALPIO GROUNDCOVER ROSE 24" HT. MIN. CONT. HT. 2-3, SP. 2-3
— -~ : T —_ RYE (CEREAL RYE) AT 100 POUNDS PER ACRE. 5 Rr ROSA X 'RADTKO' PINK DOUBLE KNOCKOUT ROSE 24"HT.MIN. [ CONT. HT. 3-4', SP. 3-4'
; =
Rm — [T - 25 Vi VIBURNUM DENTATUM ARROWWOOD VIBURNUM 24" HT. MIN. CONT. HT. 5-7', SP. 5-7'
A 3 ‘ ® 7 GRASSES, PERENNIALS
i RN NN o LEGEND 18 Dc DESCHAMPSIA CESPITOSA 'SCHOTTLAND' SCOTTISH TUFTED HAIR GRASS NO. 3 CONT. HT. 2-3', SP. 2-3'
borTy 1~
T K = 5 / ! I / ! d 10 Pv PANICUM VIRGATUM 'CHEYENNE SKY" CHEYENNE SKY SWITCHGRASS NO. 3 CONT. HT. 3-4', SP. 2-3'
v~ ( / —_
T Rr 7 LTy — AREAS TO RECEIVE 6" TOPSOIL AND
< I 1.7 I
Bl ey w 5 ARA NV SO PERMANENT LAWN HYDRO SEED MIX
" 1 Pm ia & ’ Iy ! rrg ABBREVIATIONS: NOTES:
> 3 . p | hth 15008 / : BB=BALLED & BURLAPPED CAL.=CALIPER IN INCHES - CALIPER TO BE MEASURED 6" ABOVE GRADE
Z D) = ‘ SN Y BR=BARE ROOT CONT.=CONTAINER - PLANT SYMBOLS REPRESENT 2/3 MATURE SIZE
o Vi 2=, 3 P 10y .
; £3 . B AR T HT.=HEIGHT SP.=SPREAD
/ s 7 [l e / 5 NO.#=GALLON SIZE
b < : Rc Ler.g 1,7
GRAVEL v -, I AR 4
DRIVE & ! Rgn L RS 1
GARAGE ‘. L”’/ ko
PROPOSED BED ~ : RN a9
EDGE (TYP.) ; l S ] , LANDSCAPE NOTES
I I RO K / N/F 1. LANDSCAPE CONTRACTOR SHALL SECURE CURRENT PLANS AND SPECIFICATIONS FOR PROPER CONSTRUCTION METHODS AND MATERIAL OF ALL
55 . : L 5 JA(_:I_QAL)J(E#Lg\éI; M2 \é\?TO:MAN LANDSCAPING PRIOR TO COMMENCING WORK.
28 . / 52-01-017
e 4 Y 33 CLARK STREET | 2. ALL PLANTS SHALL MEET OR EXCEED THE MINIMUM REQUIREMENTS AS NOTED IN THE LATEST EDITION OF THE AMERICAN STANDARD FOR NURSERY
D ® // LIBER 10161 PAGE 157 STOCK, BY THE AMERICAN ASSOCIATION OF NURSERYMEN, ANSI Z60.1 (LATEST EDITION).
GARAGE T ;e PROPOSED BIO-RETENTION / 3. THE CONTRACTOR SHALL BE RESPONSIBLE FOR HIS OWN QUANTITY TAKEOFF. QUANTITIES SHOWN ON THE PLAN SHALL OVERRIDE THE PLANT SCHEDULE.
I
< 2ggﬁ :égbé SO.FT N/F 4. THE CONTRACTOR SHALL PERFORM A ROUGH FIELD STAKEOUT OF ALL PLANT MATERIAL AND SHRUB-BEDS. CONTACT OWNER'S REPRESENTATIVE FOR
— v - i : EE LATRAY TEAM PROPERTIES LLC | INSPECTION AND APPROVAL. LOCATIONS SHOWN ON THE PLANS CONVEY DESIGN INTENT ONLY. ACTUAL LOCATIONS WILL BE AS DIRECTED BY THE
X 7 g; B e . o EXISTING TREE ngxci /SGRE:{ 5§+%1E_%1T 8 LANDSCAPE ARCHITECT AT THE TIME OF INSTALLATION.
85 N TO REMAIN (TYP.) LIBER 12580 PAGE 491 / 5. THE CONTRACTOR IS HEREBY NOTIFIED THAT UNDERGROUND UTILITIES EXIST. SHOULD LOCATION OF TREES BE WITHIN 5' OF UNDERGROUND UTILITIES,
3 - S RELOCATE SAID TREES TO A MINIMUM OF 5' FROM BALL TO UTILITIES.
1 / .,
3 T I I ° 6. SHOULD LOCATION OF TREES BE WITHIN 20' OF OVERHEAD WIRES, RELOCATE SAID TREES TO A MINIMUM OF 20' FROM WIRES.
@, / 7. THE CONTRACTOR SHALL COMPLETELY GUARANTEE ALL PLANT MATERIALS FOR ONE YEAR FROM DATE OF PROVISIONAL ACCEPTANCE.
< ! @ 1 SQUARE DRAIN
; o | (NACCESSBLE) g 8. ALL PLANTED AREAS SHALL RECEIVE A 3" LAYER OF BLACK SHREDDED HARDWOOD MULCH.
4’ ! J P
5 ARAGE = ) ! 1 9. ALL PLANTS MUST BE HARDY UNDER CLIMATE CONDITIONS THAT EXIST AT THE PROJECT SITE AND GROWN AT A NURSERY AT THE SAME HARDINESS ZONE
5C i s / N/F AS THE PROJECT LOCATION.
| LT DONALD PARKINSON
P L 6" TAX # 068.52-01-019 10. NO SUBSTITUTIONS SHALL BE PERMITTED WITHOUT PRIOR WRITTEN APPROVAL OF THE OWNER OR OWNER'S PROJECT LANDSCAPE ARCHITECT.
i : Lo 23 CLARK STREET
§g Rm ! LIBER 9452 PAGE 356 11. ANY PLANT WHICH DIES, TURNS BROWN, OR DEFOLIATES (PRIOR TO TOTAL ACCEPTANCE OF THE WORK) SHALL BE PROMPTLY REMOVED FROM THE SITE
85 c (R 5 D] /2 | AND REPLACED WITH MATERIAL OF THE SAME SPECIES, QUANTITY , AND SIZE MEETING ALL PLANT LIST SPECIFICATIONS.
|
2 ) i 12. THE CONTRACTOR IS RESPONSIBLE FOR FULLY MAINTAINING ALL PLANT MATERIALS (INCLUDING, BUT NOT LIMITED TO WATERING, SPRAYING, MULCHING,
GARAGE L = | CF FERTILIZING, AND REMOVAL OF STAKES AND GUYS) AND NEWLY ESTABLISHED LAWN AREAS UNTIL THE WORK IS ACCEPTED IN TOTAL BY THE OWNER.
4 m
X 1 ! ! c ARL"g; ASTA 13. ALL AREAS DISTURBED BY UTILITY INSTALLATION AND SITE GRADING ACTIVITY SHALL RECEIVE APPROVED TOPSOIL (TO A COMPACTED DEPTH OF 6,
2 ‘ N\ TAX 4 068.50.01.020 UNLESS OTHERWISE SPECIFIED BY THE GOVERNING MUNICIPALITY) BE FINE GRADED, SEEDED, MULCHED, AND WATERED UNTIL A HEALTHY STAND OF
4 . - =
NJE 5 . . : -~ 17 CLARK STREET GRASS IS OBTAINED.
KIMBERLY STEPHENSON ;fg ‘ o “v : - LIBER 12283 PAGE 46
TAX # 068.12-01-015.200 85 M \ % T \\‘ g’&v‘t ":'3
47 CLARK STREET N Ly Vo Gl 3 > ’
LIBER 12414 PAGE 602 . L] X "\‘\ 7 LINE LEGEND
. Iv 3 oo I:I
GARAGE , Ly /
= : Rm K -— BOUNDARY PARCEL LINE
R . 4
B - f : \ — EXISTING RIGHT-OF-WAY LINE
= ‘ Pm
! S
] i ] ! . © _ EXISTING ADJACENT PROPERTY LINE
PROPOSED LAWN (TYP.) 4t - — — L , / — — CENTER LINE
l O —— ¥ CHAINLINK FENCE
p — 0 —F o
(Re) ‘ | oO——_ EXISTING CONCRETE CURB
| ;
‘ T ~ P = T 3 EXISTING EDGE OF PAVEMENT
: R R ER L AL
T e B * ‘ wo 5E EXISTING WATER MAIN, VALVE, &
- w HYDRANT
—
\ . EXISTING SANITARY SEWER &
w ), MANHOLE
e ARIE X X . P EXISTING DRAINAGE SEWER, FIELD
COVED COVERID COVERE oD i%}gfﬁ P Q @& @) d INLET, INLET MANHOLE, MANHOLE,
s (Pv) ' 7V & END SECTION
PROFOSED, 7/L) }7"/// /f/) = — EXISTING OVERHEAD UTILITIES
. BIO-RETENTION = . = = 5 OH OH
AREA NO: 2 e 5 o C 2 © / T T EXISTING TELEPHONE
AREA=420.0 SQ. FT. 3 3 5 x %
S g S S 3 / ue ue EXISTING UNDERGROUND UTILITIES
(Dc )
l & , G G EXISTING GAS
| \j | E E EXISTING ELECTRIC
7 9 (Re) 10 11 N/F
= (3 e Sron e S
7 11 MAIN STREET
* o, oA ~ !/ J/ r/\‘ \/ LIBER 12113 PAGE 541 WM TREE,HEDGE,EDGE OF WOODS
B Y01 of . RRO . &R0
Y D] EIEE > TN [ TN ; — EXISTING SWALE
e AL . - i - S o o ——o0 o STOCKADE & CHAIN LINKED FENCE
5/8" REBAR /f 1" PIPE
[(+7oT TS TGV VT T LT T e Smmmeeees T M — cmm e EXISTING CONTOUR
o ~VYY YV YW YW Y YV YW YW Y Yy oLy
- / PROPOSED EDGE OF PAVEMENT
N/F /
STATE OF NEW YORK —— o OH OH H OH ) 4 ‘ 4 9, q
A # 068120101 e oH vl . a_ ) p PROPOSED CONCRETE SIDEWALK
0 BARGE CANAL o ©
. (0]
o ———— OH PROPOSED BUILDING
. . I o
NM 28 oy ————— OH
— ]
— — \
S G S (LOC 0 S S S) SHO o \\\“““““I"""”””/II PROJECT MANAGER N > TITLE OF PROJECT
EXISTING UTILITIES (LOCATION, SIZES AND INVERTS) SHOWN ON THE COPYRIGHT © 2025 W SCa"m, AHA. .C CLARK STREET TOWNHOMES
PLANS ARE APPROXIMATE AND ARE NOT CERTIFIED AS TO THE COSTICH ENGINEERING. D.P.C. & \,\“““m,,,,,,,”””Dé\ T, IVIL
ACCURACY OF THEIR LOCATION OR COMPLETENESS. THE GRAPHIC SCALE ’ §\\‘Q§>\\\\\\\\\“5 EAN  up ety DRAWN BY ENGINEERING 41 CLARK STREET
CONTRACTOR SHALL BE RESPONSIBLE FOR DETERMINING THE EXACT ssé}-s\\\\\ ,}4 2 O%‘ E.L.O. TITLE OF DRAWING
LOCATIONS AND DEPTHS OF ALL UTILITIES AND STRUCTURES IN THE IT IS A VIOLATION OF LAW FOR ANY SIS 202 + L AND
20 0 10 20 40 80 PERSON, UNLESS ACTING UNDER THE S§% ~Z 12 | BOUNDARY LANDSCAPE PLAN
\\ PATH OF, OR CLOSELY PARALLEL TO, OR UNDER, THE PROPOSED DIRECTION OF A LIGENSED PROFESSIONAL ch;f, 0E-% T.F.R. SURVEYING
. CONSTRUCTION. THE CONTRACTOR SHALL BE RESPONSIBLE FOR ANY ENGINEER, LAND SURVEYOR, ARCHITECT | £ (02 TEAE
LOCATED UTILITIES. IT IS THE CONTRACTORS RESPONSIBILITY TO T ANY LIGENSEE WHO ALTERS THiS. 2 LS Nel M.G. A : ILLAGE OF BROCKPORT
IN FEET) Z A/ NG RCHITECTURE \%
NOTIFY THE VARIOUS UTILITY OWNERS IN AMPLE TIME FOR THEM TO ( DOCUMENT IS REQUIRED BY LAW TO AFFIX Z, (P/% 0 1 A §\\\\\\§ S DATE 2 ] COUNTY OF MONROE. STATE OF NEW YORK
: _ HIS/HER SEAL AND THE NOTATION % W N 4
h%%AFTYELf I\TSEI\IQQEESEEIEEI?ICTI\IFTCI)EC?AI:?)?\J%%’\F]J/TQE I\(T)TESESATL v -0 Linch = 20 it. (227 x 34" SHEET) ALTERED BY', FOLLOWED BY HISHER K50 Z{I”””(’;'%"\?“““‘“\\\‘\Qt“\\\\ 072972023 | CosTICH 217 LAKE AVENUE CENT LOYAL NINE DEVELOPMENT CORP owe. #9790
1 inch = 40 ft. (11" x 17" SHEET) SIGNATURE AND SPECIFIC DESCRIPTION OF "y, FONEN SCALE ROCHESTER, NY 14608 ' A 1 OO
HOURS IN ADVANCE OF COMMENCING ANY WORK. THE ALTERATION, TO THE DOCUMENT. ”/lllllln e ’ 119 GARSON AVENUE L
NO.|  DaTE REVISION BY | CHKD. | APVLS. i 1"=20' NGINEERING (585) 458-3020 ROCHESTER, NEW YORK 14609 SHEET 07 OF 13
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